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FOREWORD

As one of the State's premier rivers, the Trinity River supports
valuable wildlife habitat, provides a wide range of recreation
and water-related benefits, and is one of the major producers of
salmon harvested in the State's Indian, sport, and commercial
salmon fisheries. Fish are primary water users, and their
welfare is viewed by most people today as essential in a State
that has experienced massive declines in many fish populations
over the last several decades.

The Department of Water Resources, as a member of the Trinity

River Task Force, is committed to helping restore the fisheries
of the Trinity River Basin. In conjunction with the Task Force's
other activities, the Department purchased approximately 90 acres
of land in 1985 at the mouth of Grass Valley Creek, a tributary
to the Trinity River, to build several sediment control pools and
to store future sediment.

This report is a management plan for that property; it includes a
description of the past work done on the property and recommends
future work for sediment control and disposal.

This report was funded through the Trinity River Basin

Restoration Program, under which costs are shared 85 percent
federal, 7-1/2 percent California Department of Fish and Game and
7-1/2 percent DWR.

Linton A. Brown, Chief
Northern District
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ABBREVIATIONS USED IN THIS REPORT

CCC - California Conservation Corps

CDF - California Department of Forestry
DBH - Diameter at Breast Height

DFG - Department of Fish and Game

DG - Decomposed Granite

DWR - Department of Water Resources

GVC - Grass Valley Creek
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CHAPTER 1
SUMMARY

The Department of Water Resources owns 90 acres of land in
Trinity County referred to as the DWR-Hamilton Ranch. This land
was purchased to provide a site for constructing sediment control
basins on Grass Valley Creek and for permanently storing material
dredged from the creek and the Trinity River. Under State
ownership, the property has provided wildlife habitat and public
recreation access to the Trinity River and Grass Valley Creek.

This report provides a brief history of the property, formerly
part of the historic Lowden Ranch, and documents activities
carried out by DWR since the DWR-Hamilton Ranch was purchased in
1985. This report also provides a guide for continued management
of the site, and the sediment control system downstream.

The goal of the DWR-Hamilton Ranch project is to reduce or
eliminate sediment discharge to the Trinity River from GVC. The
project will be operated in conjunction with the Buckhorn
Mountain Dam and ongoing watershed restoration efforts. Reducing
sediment in the Trinity River will help maintain pools for
shelter and cover, keep spawning gravel from becoming cemented
with sediment, and protect benthic organisms from being covered
by moving sand.

Buckhorn Mountain Debris Dam. The spillway is on the
right, the outlet works are in the center of the dam.
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Objectives of the Management Plan

There are several objectives to State ownership of DWR-Hamilton
Ranch. Some uses are conflicting. Therefore, compromises will
be necessary to carry out the following objectives:

1.

Construct sediment control basins in GVC and the Trinity
River to reduce decomposed granite accumulation in the
river.

Provide permanent storage for sediment removed during
construction, and periodic maintenance dredging of the
sediment control pools.

Make surplus topsoil, DG sand, and materials excavated
during pool construction available for local use, thereby
extending the useful life of the storage area.

Improve fishery habitat in the Trinity River near the DWR-
Hamilton property by constructing spawning riffles, resting
pools, and possibly a side-channel rearing area.

Maintain or increase wildlife habitat through vegetation
management in areas that are not needed for ongoing sediment
control activities.

Provide public walk-in day-use access for fishing, hiking,
swimming, and nature study.

Improve the appearance of the property by selective planting
and irrigation.

Recommendations

1.

Evaluate the need to construct new sediment pools in GVC.
This evaluation should include sediment transport estimates
from GVC since construction of the Buckhorn Debris Dam, with
consideration of ongoing watershed restoration activities.

Establish wetland vegetation on the banks of the lower
sediment control pool. Reeds and rushes should be
transplanted in shallow areas constructed for this purpose.
Alders and willows should be transplanted to the banks near
the water line.

The GVC irrigation diversion should be used at least once
every five years to keep the appropriative water right in
effect.

A new wetlands delineation in the former pasture area, now
designated as the primary disposal area, should be



10.

11.

12.

13.

requested from the U.S. Corps of Engineers. This area has
not been irrigated for several years; portions of the
previously designated jurisdictional area are now dominated
by upland vegetation.

An electric irrigation pump used to provide water for
establishing vegetation on the disposal sites should be
improved to increase its productivity. An intake channel
backfilled with coarse gravel should be constructed to
divert water from the lower sediment control pool to the
pump sump.

A property line survey is needed to establish corner
monuments on the east property line.

A fence should be installed on the upper terrace property
boundary. Livestock from adjoining property graze on this
State land without restriction.

Several special problems need to be solved. These relate to
maintenance of private ditches crossing State lands and
State-owned ditches crossing private land. Others involve
private structures on State land and access to private
property through State land.

Fishery and wetland habitat should be improved in the
Trinity River along the State land. Restoration of a
spawning riffle (designated as Riffle I in earlier studies),
construction of a juvenile fish rearing channel, and
enhancement of wetlands in the nearby backwater area at the
northwest corner of the property should be evaluated.

The caretaker residence should continue to be maintained by
the State. The caretaker is necessary to limit vandalism,
clean up litter, and collect on-site data. The residence is
presently maintained by the caretaker, with out-of-pocket
costs reimbursed by the State.

Periodic monitoring and evaluation of environmental
restoration efforts are necessary. Baseline reports of
vegetation and other conditions should be compared in
evaluating the work.

Alternative methods for excavating sediment with either
conventional earthmoving or suction dredging equipment
should be evaluated.

The DWR-Hamilton Ranch is in an "open range" area. This
means a property owner is responsible for keeping other
people's livestock off his own property.



14.

15.

l6.

17.

18.

19.

20.

Therefore, fence lines should be maintained. This should
include trimming overhanging vegetation that might otherwise
damage the fence. Special attention should be given to
clearing both sides of the chain link fence on the north and
west lines. These fences are offset from the property line
for this purpose.

Low-cost wildlife enhancement measures should be continued.
Some of these include installing nest boxes for wood ducks,
boring holes in tree trunks for nesting, constructing brush
cover piles and leaving snag trees for feeding and nesting.
Ceanothus integerrimus or deer brush should be planted on

the disposal site's north slope to provide forage for deer.

Public walk-in day use should continue to be permitted on
the property. Restrictions on camping and other overnight
activities should be continued. Because the site is near
residences and is open to the public for other uses, hunting
should not be allowed.

As population increases, we can expect additional public use
of the property. As implementation of the Trinity River
Management Program leads to increased fish returns, more
fishing can be expected. Litter barrels and chemical or pit
toilets should be installed. Funding will be needed for
their installation and maintenance.

Surplus topsoil, spoil from the sediment control pool
excavation, and any rejected material from gravel screening
work should be made available to local people for off-site
use. This will extend the life of the property for sediment
storage. Under State laws, surplus material must be sold.

An inventory should be maintained of property owners who
want material from the sediment control ponds to be
deposited on their property.

A wetland area is located in the middle of the primary
disposal area. To maximize sediment storage volume, this
area could be covered with fill. As mitigation, the
emergent marsh area near Lewiston Road might be extended to
the west.

The sediment trap pools have shallow areas constructed on
the west side. At the upper pool, California Department of
Forestry conservation crews transplanted reeds and rushes
into the shallow areas. Similar plantings on the west side
of the lower pool will be made in the future. As this
vegetation spreads, new wetlands are being established.
These areas should be included during any wetland inventory.



21.

If, during future pool construction, material is located
that is suitable to screen for spawning gravel, it should be
stockpiled in open areas on the old gravel tailings. Larger
rock should be stockpiled for use as erosion control on the
pool banks.

Findings

1.

The Trinity River channel near the northeast corner of the
property might be deepened into a pool to provide resting
pools for migrating fish and to increase sites for fishing.
Some of the excavated material from the pool could be used
to build a riffle in the channel upstream. Additional
material might be used to build a rearing channel along the
south bank between the new pool and the backwater area near
the Riffle I site.

Snipe Gulch outflow has been channeled along Lewiston Road,
and flows through a 4-foot culvert near the upper sediment
control pond. This sometimes fills with sediment and causes
flooding of the road. The historic drainage was through the
pasture area. In conjunction with a study of ways to
compensate for use of the pasture for sediment storage,
relocation of Snipe Gulch to its historic alignment should
be investigated.

Additional sediment control pools are needed to capture the
estimated total sediment load of GVC. Potential sites
include: (1) an off-channel pool on State property east of
GVC; (2) a pool on GVC upstream from the upper pool (A pool
constructed here would require additional land. A lease, or
easement, might be used to provide access if the adjoining
owners are agreeable.); (3) widening of the existing pool on
private property near the mouth of GVC; (4) a new pool
constructed on private property upstream of the Lewiston
Road bridge.

Construction of a high-flow sediment pool below the existing
DWR pools would probably improve wildlife values and may
compensate for some wetland losses. Construction may also
reduce the potential amount of sediment to reach the river
should the Wellock Pool fill during a large flow event.

Land containing the lower portion of the Southern Pacific-
BLM pool could be purchased from the private owner to insure
future rights to maintain the pool. Another parcel adjacent
to the Ponderosa Pines pool could also be purchased. This
would allow that pool to be extended upstream 300 feet, and
might provide deeded access to the river for maintaining the
pools.

To increase the capacity of both DWR pools without
increasing the surface area, the pools could be deepened.
This might be accomplished during pool maintenance by
diverting GVC flows around the west side of the pools and
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through culverts at the outlets. Then after dewatering the sites
with pumps, conventional construction equipment could be used to
remove new sediment down to the pool bottom. After excavation,
tractors with rippers could loosen the cemented gravel bottom
material for removal. Well driller logs in the immediate area
indicate this cemented gravel may be 50 to 80 feet deep.

7. In order to cover designated wetlands with fill, additional
wetland areas must be developed. Areas where this might be
accomplished are as follows:

a. West of Lewiston Road, the existing emergent marsh
could be enlarged by excavating areas on the terrace
near the creek. Since the summertime source of water
is from irrigation overflow from the adjoining property
south of Lewiston Road, this area receives a good
supply of water.

b. West of GVC, water from the Wellock diversion ditch
could be used to expand wetlands in this area. An
agreement with the water diverter and adjoining prop-
erty owners would be necessary to define how much water
could be made available. Responsibility for maintain-
ing the point of diversion would also be necessary.

C. Gravel from the old dredger tailing area could be
removed and processed to supply spawning gravel to the
river. The resulting excavations could be partially
backfilled with fine material from the screening
operations to near the existing dredger pond bottom
elevations. Wetland vegetation could then be planted
in this area. Existing wetlands in this area would be
avoided during excavation activities.



CHAPTER 2
INTRODUCTION

In 1963, the federal government began storing water in the
Trinity River Division of the Central Valley Project (see

Figure 1). This project was designed to supply irrigation water
to the Central Valley of California, and to generate electrical
power.

During the next 10 years, the number of salmon and steelhead
trout returning to the river declined. In response to the
fishery losses, several committees were established to study the
problem. In 1974, the Trinity River Basin Fish and Wildlife Task
Force was organized to define and solve the problems in the
Trinity watershed caused by the Trinity Project. The Task Force
grew until it eventually included representatives from 13 State,
federal, and local agencies.

The Task Force found the river had become heavily sedimentated
with decomposed granite sand. This DG sand filled fish resting
pools, caused spawning riffles to become cemented, and covered
fish food organisms. Grass Valley Creek was identified as being
the major contributor of DG to the Trinity River.

In addition, reduction in flood volumes allowed riparian
vegetation to become established on the formerly bare river
banks. The root mass from this vegetation prevented movement of
the underlying gravels, resulting in vertical streambanks instead
of the gently sloping gravel bars containing voids used as
habitat by young fish.

In 1976, DWR was requested by the Task Force to identify and
develop alternatives to control the sediment load originating in
the GVC watershed. After investigation, DWR recommended a
sediment control project (authorized and funded through Public
Law 96-335) to include construction of a debris dam, and design,
construction, operation, and maintenance of a sand dredging
system near the mouth. The sand dredging system includes
sediment control pools in both GVC and the Trinity River.

The Task Force published the "Trinity River Basin Fish and
Wildlife Management Program" in 1982. This management plan
included control of sediment from Grass Valley Creek as a major
objective of the program. The Buckhorn Mountain Debris Dam,
restoration of the GVC watershed, and the sediment control system
were the alternatives chosen (see Figure 2).

Construction of Buckhorn Mountain Debris Dam was completed by the
U.S. Bureau of Reclamation in October 1990. Watershed
restoration work has begun on a limited scale, and in 1993,
17,000 acres of timberlands in the watershed were purchased to
protect them from the effects of future logging.
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DWR, under agreement with DFG and USBR, purchased Hamilton Ranch
in 1985 and constructed two sediment trap pools in GVC. DWR has
also constructed two pools on private property at the mouth of
GVC, constructed or enlarged two pools in the Trinity one-half
mile downstream, and dredged sediment from a natural pool at
Poker Bar, 2 miles downstream from GVC.

In 1991, USBR constructed a new pool and cleaned out the natural
pool at Poker Bar to increase the sediment capacity of the
system.

Although DWR and USBR have constructed or maintained other
sediment control pools upstream of GVC, this report deals mainly
with activities on the State-owned DWR-Hamilton Ranch. The
sediment control work downstream from GVC is discussed more fully
in Chapter 5.

Grass Valley Creek watershed restoration work on a
logging road near Buckhorn Dam, upstream of the DWR-
Hamilton Ranch sediment control facilities.
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CHAPTER 3

CHRONOLOGY OF ACTIVITIES AT DWR-HAMILTON RANCH

Background

The pool and disposal area on DWR-Hamilton Ranch is the largest
sediment-control project constructed by DWR in the Trinity River
basin. The project required purchase of approximately 90 acres
of the 0ld Lowden or Hamilton Ranch. This property was bought in
December 1985 for DWR's appraised value of $273,400. A
combination of State and federal funds was used.

DWR-Hamilton Ranch is located in Trinity County southwest of
Lewiston, California (see Figure 1). The site is adjacent to GVC
near its confluence with Trinity River. It is bordered by
Trinity River on the north, GVC and residential parcels on the
west, and pastures and forested areas to the east and south.
Figure 3 shows features of DWR-Hamilton Ranch.

History

DWR-Hamilton Ranch was formerly a portion of the Lowden Ranch and
has a rich historical background. The old Lowden Toll Road
followed the eastern DWR property boundary down to a crossing on
the Trinity River. Portions of the northern end of the site have
been used for gold dredging activities, while the bulk of the
site has been used predominately for livestock grazing and
farming.

This is indicated by the following assets of the Lowden Ranch as
shown by the 1858 Trinity County Assessor's inventory: the

following acres of ...barley (75), oats (5), corn (2), potatoes
(32), turnips and beets (4), onions (2.5), timothy (7), melons
and pumpkins (5), cabbage (3), strawberries (.5); and the

following numbers of food producing trees, shrubs or vines...
apples (1,500), peaches (1,000), pears (15), plums (300),
cherries (40), currants (200) and grapes (200) (Trinity Journal
dated August 7, 1958).

A survey of archaeologically sensitive features was completed in
March 1986 and there are several resources on DWR-Hamilton Ranch
that have potential for archeological or historical significance.
These include a possible Native American site above Lewiston
Road, sections of riveted iron pipe and split retaining posts
along the east side of the property, and an early twentieth
century milking parlor and separator.

The reviewing archeologist's recommendation was to avoid
impacting these historical resources during soil disposal or
other construction activities as these features are worthy of
preservation and should be maintained.
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Recent Activities

Within the site there are several areas that are the main focus
of this management plan: the sediment control pools; the primary
sediment disposal sites located on a formerly irrigated pasture
north of Lewiston Road; the secondary disposal area on the
terrace south of Lewiston Road; the old dredger tailing and
dredger ponds area; wetlands along Lewiston Road and within the
primary disposal area.

Sediment control pool sites are anticipated to cover about
8 acres. The disposal areas will cover approximately 22 acres
while some 60 acres will remain undisturbed.

The first sediment disposal on the property occurred in 1986.
This was about 30,000 yd®’ excavated from the pools on private
land at the mouth of GVC.

In addition, a 30-HP electric pump was installed in a shallow
well near GVC to supply water for a sprinkler irrigation system.
The irrigation system was intended to help establish vegetation
on the disposal areas. A diagram of the well and pump design and
an inventory of the sprinkler system are included in Appendix B.

Ranch Ditch, which is the historical name for the main irrigation
diversion ditch, runs along the hillside above Lewiston Road.
Leakage and washouts have increased maintenance costs for this
ditch. Over a period of several years, DWR has placed a 15-inch-
diameter corrugated PVC pipe in most of this section of the
ditch. Additional pipe was installed in portions of the ditch on
the Coffin property, located south of the DWR property, to solve
leakage problems there.

During 1987, a roadside parking area was constructed. This was
done to reduce the accident potential created by visitors who
previously parked on the road near a blind curve.

Also in 1987, a water treatment system was installed at the
caretaker's residence. A chlorine feed pump, injection valve,
automatic back-flush filter and timer, and 210-gallon contact
tank was used to reduce odor, taste, and staining problems.

In 1988, the upper DWR pool was constructed. About 33,000 yd?
was excavated and deposited in the primary disposal area.
Existing topsoil was first stockpiled, then placed over the top
of the spoil.

The lower DWR pool was constructed in 1989 by removing 58,600 yd’
from GVC. Again, the spoil was placed on the primary disposal
site and covered with topsoil removed from the site. During this
project, about 4,000 yd’ of sand that had entered the upper pool
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was removed. About 3,000 yd® of this was stored separately in
order to make it available for use elsewhere.

Some rocky material from the sediment control pool evacuations
was stockpiled north of the sediment storage area. This material
will be used for haul-road surfacing and erosion control, where
appropriate.

Revegetation work was performed after the pools were constructed.
Bare areas were planted with a grass seed mixture and wood fiber
mulch applied by a hydroseeding truck. During construction of
the lower pool, a California Department of Forestry conservation
crew transplanted reeds and rushes from drain ditches to the edge
of the upper pool. The work was supervised by staff from the
Redwood Community Action Agency.

In February 1990, the RCAA and CDF crews planted 600 cottonwood
and willow cuttings and 1,200 seedling trees on the disposal
areas, pool banks and upland areas to compensate for vegetation
removed during pool construction.

Annual reports on the DWR sediment removal projects were prepared
after each project was completed. These are available from the
DWR Northern District office in Red Bluff. The reports include
project costs and the quantities excavated.

No contracted construction work or restoration activities have
been conducted by DWR since February 1990. However, in 1992,
Trinity County contracted for a suction dredge, shown below, to
remove about 5,000 yd’ of sediment from the upper DWR pool.
Sediment was pumped into a settling pit in the north-east section
of the primary disposal area.




CHAPTER 4
TOPOGRAPHICAL FEATURES OF DWR-HAMILTON RANCH

General Vicinity Description

The DWR-Hamilton Ranch is situated on two gently sloping
terraces. Grass Valley Creek flows along the western edge of the
site and the Trinity River forms the northern boundary (see
Figure 3 on page 12 and Figure C-1 on page 91).

The elevation of GVC at Trinity River is 1,735 feet and at
Lewiston Road Bridge is 1,780 feet. The highest elevation at the
site is 1,886 feet on the upper terrace south of Lewiston Road.

North of Lewiston Road, the property is virtually flat and gently
slopes towards the Trinity River. The terrain contains open
grass lands, wetlands, wooded upland areas, old dredger tailings,
ponds, and riparian areas.

South of Lewiston Road the terrain is an elevated terrace
vegetated by grass and surrounding trees and brush. The area
slopes gently to the north, and at its northern edge slopes
abruptly down to Lewiston Road.

The north property line is approximately the center of the
Trinity River. The north end of the site is dominated by leveled
dredger tailings from gold mining operations, dredger ponds,
mature riparian forests, and mixed woodland-grasslands.
Throughout the rest of this report, this material will be
referred to as old gravels. These old gravels are deposited in
piles 10 to 20 feet high in the area around the ponds. Along the
river, those piles have been flattened to provide vehicle access.

In 1977, USBR built a spawning riffle in the Trinity River at the
northwest corner of the Hamilton property. This was called
Riffle I. Berms of large rocks were constructed near both banks
to narrow the channel to a predetermined width. The riffle was
completed by placing graded spawning gravel in the site. The
river channel south of the berm became a backwater pond and
marsh.

Although some spawning occurred on Riffle I, the project was not
considered successful, probably because a steep gradient caused
fast water velocities on the riffle.

Floods after 1977 have washed away the original spawning gravel
and new gravel placed on the riffle by DWR. In addition, the
backwater pool was partially filled with sediment in 1982. The
tops of steel fence posts can still be found that were buried by
sand. In 1986, sediment control pool construction downstream
contributed to increasing the river gradient between the rock
berms.
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Between GVC and Lewiston Road is a marsh that receives surface
and subsurface flows from the hill slope above, and in the summer
overflow water from flood irrigated pasture to the south.

Two sediment control pools are located in GVC. These are
discussed more fully in Chapter 5. Appendix F describes how they
were constructed.

The primary disposal site is just east of the pools on the nearby
old pasture site. The secondary disposal site, which has not
been used yet, is on the high terrace to the south and east of
Lewiston Road.

Near the center of the primary disposal area is a low wet area
with poor drainage referred to as the sedge-rush seep.
Historical evidence suggests that Snipe Gulch once drained down
through the seep on its way to the Trinity River. Much of the
topography in this area was modified during past agricultural
activities.

Materials excavated from the sediment pool in 1988 and 1989 were
placed on the northwest portion of the primary disposal site.
The spoils form a terrace 10-15 feet high with gently sloping
side slopes at about 5:1. Approximately 2 feet of top soil was
removed from the sediment disposal areas, stockpiled, and placed
on top of the deposited sediment to provide a growing medium for
area revegetation.

To the south and east of Lewiston Road are two irrigation
diversion ditches. The only active ditch is the Ranch Ditch,
which is on the steep sidehill slope next to the road. Remnants
of the second diversion still exist on the upper terrace area,
above Ranch Ditch. A third diversion ditch is located on the
land west of GVC and is used to irrigate pasture on the Wellock
property.

Soils

Historical photo analysis of DWR-Hamilton Ranch shows that the
Trinity River flooded much of the pasture areas north of Lewiston
Road. This flooding history helps account for the deep deposits
of silty loam soil covering much of this area. Snipe Gulch has
also deposited soil on the pasture area. GVC has contributed
deep deposits of gravel and cobble. Above this are thick
deposits of sandy soil.

Soils from the sediment control pool evacuations are all fairly
consistent and mostly composed of DG sand. The soil on the banks
of the sediment control pools is composed predominately of
extremely gravelly loamy sand. These soils were disturbed during
construction of the pool, and some areas have rock rubble placed
on the banks for erosion control. Soil types are
xerofluvents-riverwash complex which are well-drained soils
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formed in alluvium from bedrocks. Available water capacity is
very low with erosion hazards ranging from slight to moderate.

Not all of the material excavated from pool construction is DG.
About one-third is gravel and rocks found in deeper layers. The
deepest material contains cobble and large boulders. The pool
bottom consists of very hard layers of cemented sand and small
gravel. No bedrock outcrops were found in the pool areas.

Existing soil types around the pools should be adequate to allow
successful establishment of planted and naturally invasive
riparian species, given the close proximity to the water table.
Competition for water from undesirable plants should be kept to a
minimum during the establishment phase.

A minimum of 2 feet of topsoil should be removed from the
sediment disposal site and then placed on top of the fill to aid
in revegetation of this area. Placement should be monitored
carefully during construction to assure complete coverage. These
soils are Haploxerolls, a fine sandy loam which is deep, well
drained, and has rapid permeability.

Soils in the wet areas of the lower pasture will support riparian
and other wetland species.

The secondary disposal site on the upper terrace area south of
Lewiston Road has a clay loam soil type called Hotaw loam, which
is a moderately deep, well-drained soil. Available water
capacity is moderate, and erosion hazards are severe.

Soils on the steep hillside south of Lewiston Road are very
erosive, and any disturbance of the slope area should only be
done with adequate measures to control drainage and erosion.

Soils in the old dredger tailing areas are composed mostly of
extremely gravelly loamy sand and dredger tailings. This soil is
very deep and excesgssively drained. It was formed in alluvium and
outwash from mixed rocks of hydraulic mining. The tailings
consist of nearly barren mounds of coarse alluvial material 5 to
30 feet high that were deposited by mining operations.

Climate

DWR-Hamilton Ranch has hot summers and mild but pronounced
winters. Summer temperatures can reach over 100 degrees F.
Typical winter low temperatures range from 23 degrees to

9 degrees F. While Hamilton Ranch is located in a deep river
valley bottom, it still receives much sunlight, even in the
winter. This is because the GVC watershed opens to the south
through a break in the mountains allowing significant sunlight
exposure year round. Morning sun in the fall and winter is
somewhat limited due to mountainous terrain southeast of the site
and because ground fog occurs quite often in these months,
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although it usually burns off by noon. This limits total hours
of sunlight.

Precipitation averages 30 to 40 inches per year with the majority
of the rainfall coming during the months of October through
April.

Hydrology

The principal hydrologic factors affecting the DWR-Hamilton Ranch
project site include GVC, Trinity River, Snipe Gulch, upslope
runoff, two diversion and ditch systems from GVC, direct
precipitation, runoff from adjoining parcel irrigation, and
ground water.

GVC flows for 1,800 feet along the western edge of the property.
It flows through two sediment control pools on State land and
discharges into another pool on private land at the mouth.

The pools are designed for maximum sediment-trap capacity. This
means that they are constructed as deep, long, and wide as
possible given property boundary and bottom material constraints.
Because of the relatively steep gradient of the creek, it was not
possible to construct a single long pool and still have ponded
water to trap moving sediment during low flows.

The Trinity River flows along the northern edge of the site.
Because Trinity and Lewiston Dams now control floodflows, the
land is no longer flooded as often as it was prior to dam con-
struction.

The Flood Insurance Rate Map, published by the Federal Emergency
Management Agency, Number 06105C0540B, shows that flooding could
affect some of the project site north of Lewiston Road. Flood
depths are indicated as relatively shallow (1 foot or less) and
the configuration of the river wvalley is such that this area acts
as an overflow basin allowing large quantities of silt to be
deposited on these pastures.

Historical evidence suggests that Snipe Gulch used to flow out
through the middle of the pastures and down to the river.
Currently, it flows out of the hills south of Lewiston Road,
enters a roadside ditch making a 90-degree bend to the west, and
follows Lewiston Road for several hundred feet before making
another 90-degree turn under the road through two culverts: one
is 2 feet in diameter, the other is 4 feet. The small culvert
discharges into a ditch that runs along the north side of the
county road. This ditch is used for distributing irrigation
water to the nearby pasture and directing minor runoff away from
the construction staging area.

Water formerly flowed northward from the larger culvert in a

shallow swale and dumped into GVC. Currently, flows from this
culvert are directed by a ditch to the upper sediment pool.
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During future floodflows, sediment from Snipe Gulch will f£ill the
ditch, and water will sheet-flow across the haul road to the
lower sediment pool.

Numerous seeps emerge from the hill slope south of Lewiston Road
and flow into the roadside ditch. These seeps are most evident
during the summer when irrigation water is in the Ranch Ditch.

One seep area is located on the hillside above the diversion
ditch, east of the secondary disposal area access road. This is
usually dry in summer, but supports enough vegetation that the
USCE has determined it is under their wetland jurisdiction.

Snipe Gulch flows through the privately owned property
south of Lewiston Road. Between the sections of fences
is a corrugated 15" plastic pipeline that conveys water
in the Ranch Ditch across Snipe Gulch.

Several ditches in the central area of the primary disposal area
historically were used to irrigate and/or drain a large area of
the old Hamilton Ranch pastures. The water supply for these
ditches came from Ranch Ditch, a gravity water diversion that
originates upstream in GVC and to a much lesser extent from Snipe
Gulch.
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A diversion ditch flows north along the bluff on the western edge
of the ranch. This diversion is used to irrigate the Wellock
family pastures near the river. When the ditch is not
maintained, leakage floods portions of the flat between the bluff
and the lower pool. 1In the past, the ditch user has used a
backhoe to remove sediment from the ditch. DWR has used CDF
convict crews to clear vegetation so the ditch can be inspected.
The ditch presently needs to have vegetation removed, be
deepened, and have leaks repaired.

At the time of purchase of this property by the State, the
gravity water diversion system was leaking, causing uncontrolled
flows of water to reach the old irrigated pasture area. DWR
staff believe this irrigation water led to the enlargement of a
wetland in the primary disposal area. To determine the nature
and extent of this wetland area, the Natural Resources
Conservation Service has installed 13 piezometers to determine
water table levels. This information is being checked for both
irrigated and nonirrigated conditions. Vegetation types in this
area have also been mapped. The contour map in Appendix C
indicates where these are. Appendix G contains a record of the
piezometer measurements.

Several interconnected ponds are located at the north end of the
site. These are remnants from past gold dredging activities.

Precipitation and ground water appear to be responsible for
maintaining water levels in the ponds. A small outlet from the
ponds leads to a small backwater marsh along the river. Surface
water could enter the ponds from Snipe Gulch if the gulch
overtopped the road ditch. Drainage from the pasture area and
from the adjoining property to the east flows into the ponds
during wet winters.

Flows on the Trinity River are generally maintained at 300 to

500 cfs by releases from Lewiston Reservoir. During wet periods,
flows often reach 3,000 cfs or more as a result of tributary
runoff. Floodflows over 14,000 cfs have occurred at Lewiston
gage since the dams were constructed. (In contrast, the historic
peak flow at Lewiston was 71,600 cfs in 1955.)

In recent years, and into the future, Trinity River flows will be
higher during the spring months in order to increase habitat for
rearing salmon. It is likely that flows ranging from 1,500 to
3,000 cfs will be maintained for prolonged periods during the
spring months. Lewiston Dam releases as high as 8,500 cfs in the
late spring are also a possibility in the future for sediment
flushing and smolt migration. In 1992, 6,000 cfs was released
from Lewiston Dam in the early part of June for those purposes.

A U.S. Geological Service stream gaging and sediment monitoring
station, Grass Valley Creek at Fawn Lodge, near Lewiston,
California, has been in operation since 1975. Low flows average
around 20 cfs although flows over 4,100 cfs have been recorded.
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Water Rights Issues

Hamilton Ranch, being adjacent to Trinity River, Grass Valley
Creek, and Snipe Gulch, has riparian rights to their waters for
beneficial use. In addition, the State has one-half interest in
two appropriative water rights to GVC, established prior to 1914.
Courts have ruled pre-1914 appropriative rights can be lost by
abandonment or five years of nonuse, but only if action is
initiated by a second party.

DWR acquired a one-half interest in two ditches, and the water
therein by rights of succession, when the Hamilton Property was
purchased in 1985. This interest is a property right and allows
DWR to maintain the diversion and the ditch in their original
location. The deed that created this interest did not require
any frequency-of-use or maintenance to keep it in effect, so
rights to the ditches cannot be lost by nonuse.

One ditch called the Ranch or Lowden Ditch runs along the south
side of Lewiston Road from a diversion point near the mouth of
the GVC canyon. The appropriative water right is for 120 inches
of water measured under a 4-inch pressure (about 3 cfs).

A second ditch once began at a diversion further upstream. Water
flowed through several flumes high on the canyon side to the
upper terrace south of Lewiston Road. These flumes, according to
Mrs. Hamilton, are either in unusable condition or were salvaged
for the timbers. The diversion has not been used for more than
five years, so the appropriative right will probably be lost if
contested by another party. However, a riparian right still
exists by virtue of the upper terrace being part of a parcel
abutting GVC. The diversion probably could be installed again
based on the one-half ownership of the ditch. However,
reinstalling the flumes and repairing the ditch would be
expensive.

Appendix E includes a letter requesting information about DWR
rights to use Ranch Ditch. The response from DWR's Office of the
Chief Counsel is also included. Excerpts from DWR Bulletin 94-2,
"Land and Water Use in Trinity River Hydrologic Unit," show
historic water use beginning about 1852.

Water Use at DWR-Hamilton Ranch

State law requires surface water users to file a "Statement of
Water Diversion and Use" with the State Water Resources Control
Board every three years. DWR has reported surface water use from
Snipe Gulch and Grass Valley Creek for 1986 through 1989 and 1990
through 1992. A copy of the 1992 report is included in

Appendix E.
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DWR last activated the Ranch Ditch Diversion in 1993. However,
Grass Valley Creek water from the Coffin Diversion has been used
each year to irrigate the residence orchard area and to maintain
wetlands near Lewiston Road. In 1988, the Ranch Ditch diversion
was activated by Mr. Roger Aldrin of Weaverville, who irrigated
pasture east of the DWR property. DWR used some of this diverted
water to irrigate the orchard and the wetland areas, thus
exercising the appropriated right.

Since then, the orchard has been irrigated by using water
conveyed through the Knowlden (formerly Al Mills) and Coffin
Diversion. The ditch on the Coffin property has an intertie near
Lewiston Road that can transport water into the lower part of the
Ranch Ditch. Since the source was not at the appropriated
diversion location, the riparian water right was used.

The wetland along Lewiston Road is presently irrigated in summer
by overflow from the Coffin pastures flowing under Lewiston Road
and percolating up into the wetlands. It is probable that old
animal burrow holes contribute to this flow.

It is possible for DWR to lose the appropriated water rights by
nonuse. However, DWR can exercise its riparian rights at any
time. Since DWR has a deeded one-half interest in the Ranch
Ditch, this provides a means of diverting water from upstream.
The other owner of the one-half interest is not riparian to GVC,
and may lose the right to use water under the pre-1914
appropriation. The owner can still file a new application with
the State Water Resources Control Board.

In order to exercise the appropriative water right, DWR will
install the Ranch Ditch diversion in 1993. DWR will continue to
file reports of water usage with the SWRCB.

Social Description

The Lewiston area was formerly noted for its access to mining and
logging activities. As these industries have been reduced over
the decades, recreation and residential use has become more
prominent.

The Lewiston area has been increasing in population in the last
few years as more land is developed for home sites. Many
residents have moved from high-cost metropolitan areas upon
retirement, and others commute to the Redding basin for
employment. This trend is expected to continue, especially as
portions of Highway 299 east of Buckhorn Summit are improved.

Many of the current residents seem to oppose any increase in
population or development. This was evidenced by opposition to a
State-federal proposal to purchase the adjoining 200 acres for
extension of the sediment control project. A current local
controversy relates to the proposed development of the same land
for a golf course and residential subdivision.
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If new homes are built nearby, we can expect more objection to
sediment control activities that require use of noisy, heavy
equipment and creation of dust from equipment movement.

We can also expect to encounter more people who object to
government activities in general, and who will not cooperate in
allowing sediment control work to be done on their property.
Examples of these are the property owners of the pools at the
mouth of GVC, the proposed upstream extension of the Ponderosa
Pines pool, and the downstream extension of the Stott hole. For
this reason, purchase of key sediment control and disposal sites
by the Task Force is recommended.
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CHAPTER 5

THE GRASS VALLEY CREEK SEDIMENT CONTROL SYSTEM

The pools at the mouth of GVC and downstream in Trinity River are
one part of a three-phase system to control sediment generated in
the GVC watershed.

The major feature is the Buckhorn Mountain Debris Dam on upper
GVC. This dam, located 10 miles upstream from the mouth, will
collect an estimated 30 percent of the decomposed granite sand
moving down GVC. The second phase is watershed restoration work.
Successful restoration above the dam will extend the effective
life of the reservoir. Work downstream will reduce quantities
that will flow toward the Trinity River.

Sediment produced below the dam after watershed restoration will
be trapped in the third phase of the system, sediment control
pools near the mouth of GVC and downstream in the Trinity River.
The pools will be excavated when they fill with sediment. The
dam, watershed restoration, and the sediment control pools work
together as a sediment control "system". Figure 4 shows the
location of the sediment control pools.

Lake at Buckhorn Mountain Debris Dam. The bare areas
are granite formations.
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Figure 4
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Construction Costs and Capacity of the Sediment Control Pools

Table 1 provides information about the sediment control pool
construction. Unit costs for both the construction contractor
and the total project are shown. The total cost includes design,
inspection, right of way, permits, environmental documents,
contract administration, and access road repair costs. The
public parking area and pump irrigation system are not included,
as footnoted.

The last column lists the estimated filling capacity of each
pool, determined by estimating the way sediment might be
deposited in the pools. For pools in GVC, the downstream outlet
elevation was considered the maximum elevation of fill. The
sediment was assumed to increase in elevation upstream until it
reached the elevation of the inlet. During flooding, pools may
experience irregular filling, leaving holes in some areas and
building bars above the assumed level in others.

In the event of very severe flooding, sediment deposition could
approach the elevation of the original banks. In that case, the
original excavation volume might be closer to the capacity.
Table 1 does not reflect this situation.

Capacity of pools in the river was estimated from the volume
excavated during construction. If during flooding, enough
sediment is deposited to raise the river bottom in the runs
upstream and downstream from the pools, the capacity will be
greater.

Figure 5 illustrates how a creek or river pool might fill with
sediment.

Sediment Control Pools on the DWR-Hamilton Property

GVC flows through two sediment control pools on State land. The
construction of the pools are similar, although the overall
shapes are different. Figure 6 shows a profile of the upper and
lower pools.

Water in these pools averaged about 6 to 10 feet deep immediately
after construction. The spillway outlets are armored with large
boulders to reduce erosion. The pools are surrounded by berms
that will be left clear for maintenance access. Grasses were
planted on the side slopes and berms to reduce erosion.

The upper DWR pool begins near adjacent upstream privately owned
property. The excavation area is about 400 feet long and
400 feet wide, and is roughly circular in shape.

The lower DWR pool is located between the upper pool and the
private property to the north. Due to the small area available,
this excavation is wider than it is long, about 500 feet by
250 feet. A second entrance from the upper pool was constructed
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Figure 5
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Figure 6
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to help provide more even filling. This spillway crest is at about
the same elevation as the main outlet from the upper pool, but does
not have a low-flow channel for fish passage.

The banks on the east side of the DWR pools are at existing ground
level. The banks on the west side are about 4 feet higher than
those on the east. This was intended to divert floodflows away from
private property to the north.

The bank side slopes are about 4:1. Pool side slopes have some rock
boulder armoring in place around the inlet and outlet areas.
Material from the pool bottom containing gravel and cobble was
placed on the slopes to help resist eroding of the sandy material
during high flood flow events.

Sediment was removed from the upper pool using a hydraulic excavator
in 1989, and a experimental suction dredge in 1992. As of Spring
1993, new sediment deposits in the upper pool appeared to be filling
toward both outlets, spreading out across the width of the pool as
expected. Most of this sediment was removed by suction dredge in
summer 1993.

Pools at the Mouth of Grass Valley Creek

Two sediment control pools were constructed in 1984 on the Wellock

property at the mouth of GVC (See Figure 4). One is located in the
creek and the other in Trinity River. Both filled with sediment in
1986 and were excavated again.

The creek pool is about 800 feet long and 125 feet wide. The pool
banks are at about 1:1 slope. This was done at one of the property
owner's wishes to limit the extent of the construction area. There
is no rock facing on the banks.

The outlet is a low berm, faced with large rock. A low-flow channel
in the middle of the spillway provides access for fish passage.

In 1986, runoff from GVC filled this pool with sediment in several
days. Peak flow measured at the Fawn Lodge gage was 2,500 cfs. (The
maximum flow of record was 4,670 cfs on February 28, 1983.) Banks
at both sides were eroded as deposited sediment caused the current
to flow towards the sandy banks. The pool was restored during
summer 1986.

The Trinity River pool at the mouth of GVC was also constructed in
1984. This pool was roughly triangular in shape. A gravel bar
downstream on the south side of the river was cleared of deposited
sand. An existing sand and gravel levee along the south bank was
repaired and elevated to protect the pasture behind it.

This pool also filled with DG, and more sediment was deposited on
the bar downstream. During maintenance dredging in 1986, it was
enlarged towards the north bank. The pool was extended upstream
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to provide capacity for sediment that might flow from the DWR
overflow area. This extension also restored a fish resting hole
located just below the riffle above. A steep bank near the fish
resting hole was sloped and bermed to reduce erosion during high
water. New sand deposited on the gravel bar downstream was removed.
The levee along the pasture was repaired.

Sediment removed from the 1984 pool construction project was used to
fill several large depressions up to the surrounding grade on the
pool site owners property. Some sediment was used to f£ill deep
channels between old dredger tailings. Additional material was used
to level a pasture area, eroded during the floods of 1983.

During the 1986 excavation, sediment from these pools was placed on
the DWR-Hamilton Ranch primary disposal area.

The creek pool is presently partially filled with sediment. One of
the property owners stated that he does not want additional sediment
control work to be done here. When the pools fill again, they will
become permanent storage for material that would otherwise have
washed into the main channel if the pools were not constructed.

Southern Pacific Land Company-BLM Pool

The SP-BLM pool in the Trinity River 1/4 mile downstream from GVC
was first constructed in 1977. A private contractor working for the
USBR used a dragline to create a pool about 1/4 mile below GVC.
About 9,000 yd’ of gravel was removed. The pool was approximately
80 feet wide and 300 feet long. Water depth was up to 10 feet
during normal flows. Sediment was placed on nearby BLM and private
land.

Since then, this pool has filled with sediment and has been cleaned
out several times by DWR. An experimental suction dredge was used
in 1978 to remove 4,500 yd’ of sand. Sediment was pumped into a
diked settling basin. After draining, it was hauled to disposal
sites on nearby private lands.

In 1983, a dragline was used to extend the pool upstream on BLM
lands. About 15,000 yd’ of new sand and original river gravel was
removed. Dimensions of the pool were about 60 feet wide by 560 feet
long. Maximum water depth was about 12 feet.

Disposal was in a gravel borrow pit on BLM land. DFG previously
used the borrow pit material to narrow the channel and build groins
out into the river below the project site. The purpose of the
groins was to improve spawning habitat in the area above the riffle,
at the east end of Poker Bar.
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During 1985, the SP pool was again excavated, this time using a
hydraulic excavator (large backhoe). About 9,700 yd’ was removed.
Pool dimensions were not changed. Sediment was placed over old
gravel tailings on BLM property. An archeological study of the
disposal site was prepared before work began. The report was used
as a guide to avoid disturbing archaeologically sensitive sites.

The SP-BLM pool was last cleaned out in 1987. This work was done in
conjunction with excavation of the Ponderosa Pines pool downstream.
About 7,000 yd’ of sand was removed from the SP pool by a hydraulic
excavator. This material was placed on both private and BLM
property.

Ponderosa Pines Pool

Ponderosa Pines pool, constructed in 1987, is about 400 feet
downstream from the SP-BLM pool. It is located on a single parcel
of private property. It is about 80 by 300 feet and has water depths
of 10 to 12 feet. About 7,200 yd’ were removed during construction.
Digsposal was on both private and BLM property.

River Access Through the Ponderosa Pines Subdivision

Access to both the SP-BLM and Ponderosa Pines pools are via a
private subdivision road from Lewiston Road. Property lines extend
to the center of the road, so permission to enter must be granted by
all owners. BLM and Southern Pacific Land Company have no deeded
access to the river here.

Repair of the access road has been the main concern of property
owners in the subdivision. Repair work during past projects have
included placing compacted shale on the road, patching holes and
spraying dust-control oil.

At the river, there is one small parcel located just downstream from
the SP-BLM pool called the "House of Mason" property. It is in
joint ownership with 18 owners of the subdivision whose lots do not
abut the river. To get to the access ramp at the lower end of the
SP-BLM pool, equipment must cross the southeast corner of this
parcel. Therefore, right of way must be secured from all the joint
owners of this lot.

The SP land has been sold to an individual. The new owner contacted
DWR about the possibility of developing sediment disposal sites on
the land. The proposed site was high on the mountain side. This
suggestion was considered impractical unless all other alternative
sites are closed.

In order to insure that a future property owner does not decide to
refuse permission to clean out the SP-BLM pool, the land surrounding
the pool should be purchased. This is an issue that should be
considered by the Task Force.
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The Ponderosa Pines pool was planned to be about 600 feet long,
beginning 300 feet further upstream, but the property owner for that
section decided not to participate in the restoration work. The
property has been offered for sale. Purchase of this land should be
considered by the Task Force to increase sediment storage capacity
below GVC. Purchase will probably establish a right to use the
private subdivision road for access to the river.

Poker Bar Pool

Poker Bar pool was excavated by a USBR contractor using a hydraulic
excavator in 1990. About 8,800 yd’ were removed. About 1,200 yd’
of spawning sized gravels were cleaned and placed back in the
channel. Disposal of the remaining material was on several lots
along the bar.

Stott Hole

Stott Hole is a natural pool, created by large rock outcroppings on
the south bank. The pool was filled with DG sediment from GVC in
the late 1960s.

DWR began experimenting here with a suction dredge in 1977. The
last year the dredge operated (1979), DWR removed 6,300 yd’ of
sediment. Material was pumped into a diked settling pond on the bar
adjacent to the pool. After draining, it was hauled to several
private parcels above the floodplain on Poker Bar.

DWR experimental suction dredge operating at Stott Hole
on Poker Bar. Settlement pond is at the upper left.
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USBR excavated 4,100 yd® of sand from Stott Hole during 1991. A
hydraulic excavator was used to load trucks with the material.
Disposal was also on private sites at Poker Bar.

In order to create a more efficient sediment trap, DWR proposed
extending the pool downstream 300 to 600 feet. The channel could be
made wider to increase the capacity. Being located on several
private parcels, permission to dredge this area is dependent on the
good will of the owners. Present owners along the south bank may
object to changing the bottom configuration in this area in a way
that might affect their river frontage.

Equipment Access to Poker Bar

One problem in conducting work at Poker Bar is how to get heavy
equipment across the Trinity River. The load capacity of one bridge
on Quad P Road is unknown, but limited. Footings for this bridge
were damaged during high flows. This damage was the subject of an
attempted law suit over flood releases from Trinity Dam. Since
then, DWR and USBR project managers have found alternative routes to
get heavy equipment to Poker Bar.

The route used during the 1991 work was through the Cooksey property
in the Ponderosa Pines subdivision. The excavator was hauled to the
Cooksey site, unloaded, and driven across the river to Poker Bar.
Then it was driven to the two dredging sites. The process was
reversed when the work was done.

Another crossing site used in the past is near the end of Poker Bar
Road. The river is quite wide and shallow in one location. Tracked
equipment can cross easily. Low-hanging power lines across Poker
Bar road may need to be raised when hauling equipment to this site.

Lower Poker Bar Pool

A sediment control pool was constructed in 1991 by USBR. This pool
is located near the north end of Poker Bar Road on several private
parcels. A hydraulic excavator removed over 10,000 cubic yards.

The spoil was placed above the 100-year flood line on nearby private
lands.

Snell Pool

In 1991, a suction dredge was set up in the river near the end of
Poker Bar Road. This experiment removed only a few hundred cubic
yards of sediment. Mr. Snell has repeatedly tried to get DWR to
restore a fish resting pool in this area. This might be considered
for a future sediment control project.
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Steel Bridge Hole

This historic fishing hole 5-3/4 miles downstream from GVC is
created by several rock outcrops. There have been many proposals to
dredge it. Since the Trinity River canyon in this reach is not wide
and Steel Bridge Road in some spots is very narrow, this is probably
one of the most challenging potential sediment control pool
locations. Finding places to dispose of material may be more
difficult than at other sites.

River Between Steel Bridge Road and Indian Creek

DWR performed a cursory examination of a possible sediment control
project in this area. A former Indian Creek Motel owner claimed
that, historically, there was a long deep pool upstream from Indian
Creek that was a great fishing hole before it filled with DG sand
during the 1970s. Opportunity may exist to restore this pool as a
feature of the sediment control system.

A terrace located on the north side of the river has potential for
considerable sediment disposal. The property is owned by the Bureau
of Land Management and lumber companies. Access might require
either construction of a bridge or a low-water crossing. A large
sediment control facility could be constructed here, but logistics
would be difficult.

Indian Creek Pool

A natural pool at the mouth of Indian Creek has been filled with
material washed from Indian Creek. Dredging here has been proposed
for many years. Downstream landowners were concerned that deposits
of new sediment might cause flooding during high water.

Sediment Flushing Flows

Channel and bank storage can also be considered as part of the

sediment control system. During floods, sediment is deposited by
water moving through vegetation on the banks. This material will
probably stay until flows are sufficient to uproot the vegetation.

Channel storage can account for a large volume of sediment. For
example, during the 1970s, DWR found from 2 to 4 feet of decomposed
granite sand deposited from bank to bank in runs between riffles in
the river near Poker Bar. Observations downstream revealed this
situation was present in more than 20 miles of river.
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In 1981, the USBR completed an evaluation of the hydraulic capability
of the Trinity River to transport sediment .’ The study reach was from
GVC to Steel Bridge Hole, a river length of 5.75 miles. This report
concluded that 423,700 acre-feet of water flowing at 6,000 cfs (a
duration of 36 days) could remove 90 percent of the DG sediment
present in the channel at that time. Flows below 4,000 cfs would not
move significant amounts of sediment. Flows of 10,000 cfs would
remove surface sand quicker, but could not remove sand from stream
bottom gravels.

During 1983, a combination of high reservoir inflows and closure of
the Clear Creek Tunnel for repairs caused the USBR to release

higher than normal flows from Lewiston Dam. There were 14 days when
the mean daily flows were between 4,000 and 6,000 cfs, and 39 days
when releases were between 6,000 and 9,000 cfs. (Maximum
instantaneous flow was 8,780 cfs on June 11, 1983.) There were 158
days when flows were over 1,000 cfs.

Records of the Trinity River sediment gaging station below Limekiln
Gulch indicated that 545,000 tons (416,000 yd®) of sediment passed the
gage in 1983.

These releases caused most of the sand stored in the river runs to be
washed downstream. Runs that formerly consisted of a shallow, yellow-
brown sand wasteland from bank to bank now had exposed cobbles.
Natural pools were exposed that had previously been filled with sand.
However, gravels and riffles were still cemented with sediment. The
1981 USBR study appeared to predict the results of the 1983 flow
releases with surprising accuracy.

Sediment Transport Study

A sediment transport study is being conducted through a cooperative
agreement between the U.S. Fish and Wildlife Service, John Hopkins
University and UC Berkeley. These groups are developing a state-of-
the-art sediment transport model for the Trinity River. The study
sites for investigation are located at Poker Bar and Steel Bridge and
include several of the pools that have been dredged through the
Restoration Program. A final report for this study will be available
in December 1993.

Capacity Evaluation of the Sediment Control System

An estimate of sediment contribution rates into the current ponds
needs to be made to determine if additional sediment control
facilities should be constructed. If additional capacity is needed,
an analysis should compare the cost of constructing additional ponds
with the cost of modifying (deepening) the existing ponds.

Memorandum, to Head Sedimentation Section, from Robert
I. Strand, March 11, 1981 and letter to EC Fullerton,
Chairman Trinity River Fish and Wildlife Task Force,
from David R. Schuster, August 19, 1981.
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CHAPTER 6

SEDIMENT DISPOSAL ON DWR-HAMILTON RANCH

Two areas on DWR-Hamilton Ranch have been designated for disposal of
sediment. The primary area is the former pasture located between
Lewiston Road and the old dredger ponds. The secondary area is on the
elevated terrace, south of Lewiston Road.

The primary disposal area drains to the north towards the historic
dredger ponds and the river. After sediment disposal, this drainage
pattern will be maintained so that the area can continue to be gravity
irrigated from Ranch Ditch.

The horizontal surface will be gently mounded, with some hillocks to
vary the topography and provide for a variety of vegetation types. If
the centrally located wetland area is not relocated, the fill will
slope down towards it. An erosion buffer of about 20 feet will
surround the wetland.

£
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Primary disposal area viewed from the constructed
parking area. The ridge across the upper middle
area ig fill from pool construction. The dark area
in the center is vegetation in the sedge-rush seep.
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The USCE conducted a jurisdictional delineation for the DWR-Hamilton
Ranch in 1988 (Figure 7). Since then, the pasture has not been
irrigated. In 1994, DWR performed a wetland delineation of the
primary sediment disposal area.

The 1994 study of the primary disposal area identified 6.7 acres as
jurisdictional wetland, as compared to about 10 acres in the 1988 USCE
delineation (Figure 8). The sedge-rush seep area of 1.9 acres was
found to contain a high diversity of hydrophytic plants. About 3.5
acres of grass dominated wetland habitat surrounds this area. The
outermost 1.3 acres contain grasses and facultative wetland species;
some of this area is disturbed.

Table 2 indicates storage volume for the primary disposal area if fill
covers all or parts of the pasture. The last line indicates the
present volume of sediment deposited at the north west corner of the
site.

Table 2

Potential Fill Volume at
DWR-Hamilton Ranch Pasture Disposal Area

Storage in Percent of
Description Cubic Yards Maximum Storage

Fill around 1988 USCE wetland 162,400 41
delineation

Fill around 1994 DWR wetland 219,800 56
delineation

Fill around 1994 DWR high 317,700 81
diversity wetland delineation

Fill all of pasture 393,000 100
Existing fill 45,200 12

A final design for fill on the pasture area is not included because
Trinity County has not officially approved the rerouting of Snipe
Gulch under Lewiston Road and because decisions regarding possible
habitat compensation/mitigation of the pasture seep have not been
completed.
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Figure 8
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Secondary disposal area on upper terrace, south of
Lewiston Road.

Designated Wetlands in Primary Disposal Area

The primary disposal site covers about 27 acres. Approximately 10
acres has been determined to be jurisdictional wetlands under Section
404 of the Clean Water Act (Army Corp of Engineers, San Francisco
Office, 1988 determination). This precludes disposing of sediment on
most of this area without wetland mitigation. See Appendix C for the
1988 USCE jurisdictional determination map.

Portions of the primary disposal area have been flood irrigated since
the 1850s; as a result, some of these areas have supported hydrophytic
vegetation in the past. A central portion of roughly 2 acres
designated as the sedge-rush seep (Garcia, 1986) has a highly diverse
plant species composition. At present, approximately 6.7 acres
support "404" jurisdictional wetlands.
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A new wetland delineation should be requested from the USCE.
Photographic records and piezometer readings could be used to
substantiate that the hydrology is not available to support wetlands
in portions of the previously delineated pasture area. This may
result in more of the area being usable for storage of sediment.

Wetland Seep in Primary Disposal Area

The 6.7-acre area north of Lewiston Road has characteristics defining
it as a wetland, i.e., hydrophytic vegetation, hydric soils, and
during some parts of the growing season, water. Within this area, a
1.9-acre section has a high diversity of wetland vegetation. Garcia
and Woessner (1986) indicated that this area is a wetland with a
relatively low value for wildlife.

Primary disposal area looking east. The sedge-rush
seep is in the left center.
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This seep is saturated in winter and spring. Before diversion begins
in the summer, it usually dries out until there is no surface water in
the seep and no free water in the cross ditch. When water is diverted
into the Ranch Ditch, leakage increases flow in the Snipe Gulch
drainage and causes water to percolate to the surface in the seep
area. There is no direct channel between the drain ditch and the
seep. After diversion starts, this process may take several weeks to
get water into the seep.

There are three major alternatives with several variations to deal
with the wetland issue. One alternative is to leave the wetland area
in place and fill around it. Another is to cover the existing area
and compensate for the loss at other locations on the property. A
third alternative is to enhance the existing area, possibly by adding
shallow ponds and rerouting Snipe Gulch flows. Figure 9 shows the
potential wetland development areas.

Preserve and Fill Around the Seep. This alternative would preserve
the existing seep as it is. Fill would be placed around all sides of
the seep. A 20-foot buffer zone would be necessary to prevent
potential fill slope erosion from affecting this wetland. Snipe Gulch
would continue to flow in its existing channel south of Lewiston Road.

Since no open channels connect Snipe Gulch and the seep, water supply
will not be affected by fill around the seep. If the Ranch Ditch is
not used for a number of years, the species composition of the wetland
vegetation during the summer growing season may change.

As fill is placed around the seep, drainage will be needed to prevent
the area from becoming a pond.

Fill Over the Seep, and Compensate for Loss at Other Locations.

A second alternative is to place fill over the seep and create new
wetlands at other locations on the property. This alternative would
provide the most sediment storage and might result in a net increase
of wetland habitat with a higher wildlife value.

Locations where wetlands might be created are shown on Figure 9.
These are: area near the marsh between GVC and Lewiston Road

(2.0 acres); west of GVC (1.8 acres); adjacent to the old dredger
ponds (4.0 acres); the backwater area near the river (0.3 acres);
shallow areas on the sides of both DWR pools (0.3 acres). These five

options for the second alternative are discussed below.
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(1) Increase Area of the Emergent Marsh Between GVC and Lewiston
Road. Compensating for wetland loss in the primary disposal area by
enlarging the existing marsh near Lewiston Road may be the best
solution. The marsh has a good water supply during the summer, as
discussed in the hydrology section. The elevated land between it and
the creek is covered mostly with grasses. Removal of only a few feet
of sandy soil would establish matching elevations to the existing
wetlands. A berm could be left along the creek to control flow back
to it. A rock-lined drain channel could drain off excess water
without causing erosion.

Extending existing wetlands is usually the preferred method of
compensating for wetland losses. Some existing vegetation can be
transplanted and additional plants can be propagated from local
seeds/cuttings. Transplanting vegetation from the original wetland is
also a possibility. CDF conservation crews can be used to keep labor
costs down.

The water supply for a restored wetland is critical. Water in the
existing marsh is dependent in summer on the agricultural practices
used on the adjoining farm land. If these practices change, then all
the wetlands along the road can be affected.

If the adjoining land is no longer irrigated, then water could be
released from the Ranch Ditch. A pipeline from an existing concrete
box on the ditch could be installed to discharge water into the road
drain ditch. The water would then be carried in the drain to a small
culvert that discharges into the marsh. A small dirt ridge
constructed across the ditch bottom could channel water into the
culvert. In winter, the ridge would wash out and most drain water
would flow to the 48-inch culvert near the upper pond.

(2) Construct Wetlands in Area West of Grass Valley Creek.

Portions of this area are delineated as under USCE jurisdiction on the
1988 determination map. Hydrophytic vegetation has developed as a
result of a poorly maintained diversion ditch that leaks water into
the area between the ditch and GVC.

Some of the land outside the delineated area could be contoured and
converted into wetlands. Stands of blackberries and other brushy
vegetation might be affected by the conversion. An analysis of
existing vegetation conditions versus proposed conditions will be
needed before this work is approved.

A potential source of water might be a diversion from GVC. It might
be conveyed via the Wellock Ditch. An easement to share use of this
ditch would be necessary. The easement might be negotiated in
exchange for maintenance work or other compensation. An easement with
those owners whose property the ditch crosses would also be needed.
Purchase of water from the water right owner may be another
possibility.
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The Wellock Ditch, if used, should be deepened to remove sediment, and
one or more turnouts should be installed. The flow capacity of the
DFG fish screen might need to be increased.

DG sand moves in GVC most of the year. Buildup of sand can reduce
flows in any GVC diversion. Methods and responsibility for
maintaining the diversion would need to be defined.

If the Wellock Ditch is not shared, another diversion might be
developed. One possibility is to run a pipeline from the Ranch Ditch,
under Lewiston Road, past the emergent marsh and over the creek. A
small existing culvert under Lewiston Road that drains into the marsh
might be used during the summer. Other routes should be investigated.

A pumped diversion from one of the DWR sediment control pools is
another possible water supply. An electric pump installed in the
lower pool would have fewer problems from DG sand plugging the intake
than one in the upper pool. A pump installation will have to screen
out small fish and water-borne litter. Some rotating, self-cleaning
pump screens are now on the market.

The old dredger ponds located between the Trinity River
and the Primary Settling ponds.
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Another way to establish wetlands in this area is to excavate down to
the normal water table. Then wetland vegetation could be planted and
maintained without requiring a source of water, or the annual expense
of providing it. However, the low elevation might be subject to
sedimentation by floodflows. This might increase storage capacity of
the pool system.

(3) Enlarge the 0l1d Dredger Ponds. Gravel from the old dredger
tailing area could be removed and processed to supply spawning gravel
to the river. The resulting excavations could be partially backfilled
with sediment or fine material from the screening operation up to
elevations near the water table level. Wetland vegetation could then
be planted in this area.

Existing riparian vegetation may need to be removed during
construction. Some might be left undisturbed if the project is
carefully designed. Riparian plant species would be planted on the
edges of the ponds to mitigate for the plants removed.

(4) Excavate Sediment From the River Backwater Area . During flooding
of 1983, the backwater area south of Riffle I partially filled with
sand. Fence lines along the river were buried to the tops of the
steel posts. Some of this sediment should be removed to create
wetlands and improve fish rearing habitat. The inlet should be
deepened and extended upstream to insure water will continue to flow
during the lowest releases from Lewiston Dam. Planting will replace
existing riparian vegetation removed during construction.

(5) Increase Wetlands in Sediment Control Pools . If during future
pool excavation the pools are enlarged, then the banks might be
terraced to provide wetland areas. This might be most practical on
the east side. Any new DWR pool construction should include such
terraces in their design.

Enhance the Seep Habitat by Rerouting Snipe Gulch Drainage into the
Primary Disposal Area. The third alternative involves Snipe Gulch, a
small, intermittent stream that originates in the hills about 1-1/4
miles southeast of DWR-Hamilton Ranch. It flows from its narrow
canyon through the Bowling property. Near Lewiston Road it turns west
and flows in a constructed ditch between Lewiston Road and the bluff
on the south sgide of the road. It crosses under Lewiston Road at a
24-inch culvert near the DWR construction gate and further west at a
48-inch culvert near the upper DWR pool. From both culverts, it
accumulates into a narrow channel that flows to the upper DWR pool.
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Since sediment is produced by Snipe Gulch during floodflows, Trinity
County Department of Transportation must periodically clean out the
existing ditch along Lewiston Road. When this ditch or the 48-inch
culvert becomes filled with sediment, flooding of Lewiston Road can
occur. Because of the combination of shallow slope from the culvert
to the upper pool and backwater caused by high runoff in GVC, the
culvert will probably become filled again, causing the road to be
flooded.

Historic maps and records indicate that Snipe Gulch once flowed
through the DWR primary sediment disposal area. Any previous channel
seems to have been obliterated by farming practices.

An variation of this alternative proposed in the RCAA report and
supported by a recent letter from the Trinity County Department of
Transportation is to channel Snipe Gulch flows through the old pasture
area. This might help improve wildlife habitat in the sedge-rush seep
area and provide additional water flowing through the area when the
Ranch Ditch diversion is not operated. Habitat wvalues could be
improved by excavating shallow ponds near the existing cross drain
ditch.

Rerouting Snipe Gulch may provide additional water to the seep during
the spring. Rerouting probably would not help in the summer, because
Snipe Gulch essentially dries up.

Relocating Snipe Gulch flows would require installation of a large
culvert under Lewiston Road near the caretaker residence. This would
direct flows into a constructed channel through the primary disposal
area. The channel should meander slightly to provide a natural
looking stream. Hydraulic and soil studies would be required to
determine the best routing to insure water would still flow in the
seep.

Since Snipe Gulch carries an unknown quantity of sediment during
winter runoff, provision should be made to keep this material out of
the wetland area. A pond should be excavated in the relocated Snipe
Gulch channel near the road. This pond would become a sediment trap
to prevent material carried during high runoff from depositing in the
wetland areas. It could also be designed to increase the riparian and
wetland acreage.

The Trinity County Department of Transportation maintains Lewiston
Road. Any proposal to reroute drainage and install culverts must be
coordinated with them. As a cooperator in the Trinity River
management work, the County might want to install the culvert.

Rerouting Snipe Gulch may have several major disadvantages to the
sediment control project. The first is that the County's occasional
maintenance problem of cleaning out the drain ditch will become a
State problem because the sediment control pond and the channel would
require periodic excavation. The second is
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that the proposed ponds and channel area would reduce total sediment
storage volume available for the project. The third is that changed
drainage patterns could eliminate seepage and damage the wetland
habitat.

DFG has suggested if the seep area is filled then Snipe Gulch should
be rerouted over the fill area. This might provide opportunities to
create some wetland and riparian wildlife habitat. A pond/sediment
catchment basin located near the existing parking lot could provide
additional habitat. Sediments could be removed under GVC pool
maintenance contracts if the basin is sized large enough to contain
sediments generated between projects.

Decomposed granite sand excavated from GVC will be very porous. If
Snipe Gulch is rerouted over this fill, water will quickly percolate
into the soil, leaving a dry channel except during significant flow
events. Unless a way to create an impervious channel is found, little
new habitat can be developed. However, since the Ranch Ditch crosses
Snipe Gulch, releases of water into the channel might be possible to
enhance summertime flows if water losses can be reduced.

Design of a Snipe Gulch modification project will need watershed
runoff and sediment transport information. These data are not
presently available.

Any newly created or enhanced wetlands should be monitored and
evaluated for five years after work is completed. An adequate supply
of water must be provided, and existing wetland vegetation should be
protected during construction.

The ultimate configuration of the primary and secondary sediment
storage areas is dependent on several factors still to be resolved.
The extent of the delineated wetland area and the willingness of
regulatory agencies to accept proposals for mitigation will influence
plans for these areas. Therefore, a final recommendation is not
included in this report.
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CHAPTER 7

ENVIRONMENTAL ISSUES

Existing Wildlife Habitat

The report Wildlife Inventory of the Hamilton Ranch Site-Grass Valley
Creek Sediment Control Study, (Garcia and Woessner, 1986), provides a
partial inventory of the site's wildlife resources, documents
preproject wildlife habitat conditions, and provides recommendations
on the use of the property for sediment disposal and public
recreation. Surveys of birds, mammals, reptiles, and amphibians were
all conducted, and the methods of sampling are described in detail in
the report.

The report concluded that seven habitat types would be unavoidably
impacted by project development. It discusses the proposed
mitigation, and points out that interagency coordination and
communication will be necessary to "permit the full exchange of ideas
and expertise so that the planned mitigation may have the greatest
chance for success."

Since the wildlife inventory was completed, observations of migrating
willow fly catchers Empidonax traillii have been made during U.S.
Forest Service studies in 1990 and 1991. This species has been listed
as threatened by the State. The biologists found no evidence of
breeding sites during the study, but agreed there exists potential
habitat for them: (1) clumped willows, (2) presence of water either
standing or moving, and (3) an abundant insect supply. A thorough
survey for this species must be completed before any work is done in
mature willow habitat.

A sensitive species that has been identified on site is the western
pond turtle Clemmys marorata. The western pond turtle is currently
listed by DFG as a species of special concern. The USF&WS has been
petitioned to list the turtle as threatened.

Pond turtle nesting can occur up to 1,200 feet from and 180 to

270 feet above stream beds on upland habitat. Young turtles
overwinter in these nests and must traverse these areas to return to
water the following spring. The DWR-Hamilton Ranch should be surveyed
for the turtles, and a plan of protection should be developed.

A study done by Burton et al (1977) stated that at a minimum, one pair
of bald eagles, Haliaeetus leucocehalus, a federally listed endangered
species, feeds in the area of DWR-Hamilton Ranch. Records maintained
by the Natural Diversity Data Base (1986) indicate bald eagle use
upstream above the confluence of the Trinity River and Deadwood Creek
(Deadwood Creek is about 4 miles upstream). No known nesting use has
been documented on DWR-Hamilton Ranch.
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Bald eagle roosting and foraging habitat may be temporarily impacted
by construction activities, but upon completion of the restoration
efforts, habitat wvalues should be improved over present conditions.

USF&WS experts are currently planning to carry out additional surveys
for bald eagle use along Trinity River in the near future.

The foothill yellow-legged frog, Rana boylei is currently listed as a
State species of special concern. A recent study by the Pacific
Southwest Forest and Range and Experiment Station indicates this
species has been adversely impacted by habitat changes below Trinity
Dam. A survey should be conducted prior to any new work on the
property.

No other sensitive species is known to use the property.

Wildlife Habitat at Pool Sites and Primary Disposal Area Prior to
Construction

The habitat types in the control pool areas formerly included stream
channel, riparian areas, hardwood-conifer woodlands, and
hardwood-conifer grasslands. The existing tree species includes Alnus
rhombifolia white alder, Populus trichocarpa black cottonwood, Pinus
ponderosa ponderosa pine, Fraxinus latifolia oregon ash, Quercus
kelloggii black oak, and Salix lasiandra yellow willow.

The existing shrubs include Salix hindsiana sandbar willow, Rosa
eglantera sweet-brier, Rubus procerus Himalaya berry, Rhus trilobata
squaw bush, Acer circinatum vine maple, Corylus cornuta California
hazelnut, Philadelphus lewigii mock orange, and Smilax californica
California greenbrier.

Wildlife habitats in this area will be in transition for some time.
Periodic dredging activities may create some small localized
disturbances. All disturbed areas will receive revegetation
treatments during the following fall/early winter period. Actual
acreage of riparian vegetation will eventually show an increase from
prepool construction due to the expanded shoreline.

The stream channel area will be enlarged compared to preproject
conditions, due to the size of the sediment pools. This will create
more open water habitat, although cover will be limited due to the
homogeneous nature of the sediment traps. Some cover will be
available from the deeper water areas of the pools. This habitat will
be disturbed periodically by maintenance dredging. As the surrounding
riparian vegetation gets reestablished, it will replace cover for
fish, reptiles, and amphibians lost during the excavations. The pools
will be monitored for fish passage problems and appropriate corrective
actions will be taken, if necessary.
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Upland habitat was also disturbed during the initial construction
activities. This included mixtures of woodlands and grasslands. A
certain amount of upland area has been turned into stream channel
habitat, but the remaining disturbed upland areas surrounding the
pools will be planted with appropriate native upland species.

Existing vegetation in the pasture-grassland primary disposal areas

includes numerous species of grasses, herbs, and common and invasive
weeds. The sedge-rush seep basin contains obligate and facultative

wetland plants.

The wildlife species numbers and diversity in the disposal areas were
all low to moderate (Garcia and Woessner, 1986). Local DFG, USF&WS
biologists, and other agency representatives agree that the existing
wetlands in the lower pasture area are "low value" wetlands, but still
important to protect and enhance where feasible.

Habitat types in old gravel tailing areas are listed as riparian or
gravel bar. Some of the gravel tailing areas have low habitat wvalue
because they are devoid of vegetation, or only sparsely vegetated.
These areas have no dominant vegetation although they are typically
surrounded by mature riparian vegetation. Some of these areas may be
modified during gravel screening operations and may then be dredged to
create additional ponds with higher habitat wvalues.

The upslope shrub seep south of Lewiston Road is a mixture of grasses,
rushes, and shrubs dominated by rose and blackberry brambles,
gooseberry, and willows. Some areas of these north-facing slopes
support stands of Douglas Fir.

DFG's Natural Diversity Data Base list of natural communities (1983)
indicates that the DWR-Hamilton Ranch site is composed of Cismontane
Riparian Forest and Coast Range and Klamath Coniferous Forest. These
native communities have been impacted and altered by mining, grazing,
farming, ditching, and homesite development. Due to the extensive
nature of these earlier activities, a more descriptive system of
habitat classification was used for this site by Garcia and Woessner.
Figure 10 is a map of the habitat types, and Table 3 indicates the
acreage of each habitat type.

Vegetation surveys by DFG identified 16 habitat types for the site.
This diversity of habitats includes marsh, riparian, stream and river
channel, grassland, and various combinations of hardwood, conifer and
grassland types. General vegetation surveys were done in March 1986
by DWR and additional detailed surveys were completed in 1987 and
1988.

A detailed survey of the pasture wetland and the proposed upper
sediment control pool site for sensitive species was completed by
Joyce Lacey of DWR in July 1987. The details are contained in
Vegetation Surveys on the DWR-Hamilton Ranch, DWR 1987.
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Table 3
Areas of Habitat Types at the Hamilton Site’

Habitat Type Area (acres)

Hardwood-Conifer-Grassland
Emergent Marsh

Upland Pasture-Grassland
10. Conifer Woodland

11. Oak-Conifer Woodland

12. Hardwood Grassland

13. Hardwood-Conifer Woodland
14. Scrub Seep

15. River/Stream Channel

1. Unirrigated Pasture

2. Irrigated Pasture-Grassland 2
3. House-Orchard-Stable

4. Sedge-Rush Seep Basin

5. Pond

6. Riparian 1
7.

8.

9.

[
NEEJWUIWIRrRroOoONMOWNOWULM
WOJOUNMNWIWWLVWULUIOWUIAN

Total .3 acres?

N}
o]

1 Garcia, 1986

2 This study included about 9.3 acres
north of the State boundary along the
center of the Trinity River.

An additional detailed survey of the upper DWR sediment control pool
and a surrounding buffer zone was completed by Lawrence Janeway with
assistance from Francis Biles of DWR in June 1988. This study
included the measurement, identification, and mapping of all trees of
diameter at breast height (4 feet) greater than 4 inches and all
shrubby vegetation, which included trees less than 4 inches DBH.
Details of this survey are contained in Vegetation Survey of the Grass

Valley Creek Sediment Control Pool-Phase 1, DWR 1988.

A compiled vegetation species list can be found in Garcia and
Woessner's Wildlife Inventory of the DWR-Hamilton Ranch prepared for
DWR. An addendum to this list was developed by Joyce Lacey, 1987.

Two plant species that are of special concern are known from the
vicinity of the project site. These are the Trinity Alps Daisy
Erigeron flexuosus, and threadleaved beardtongue Penstemon filiformus.
Erigeron flexuosus was listed by the California Native Plant Society
as Rare and Endangered in California but is now listed as common.
Penstemon filiformus is a candidate for federal listing. Garcia and
Woessner (DWR 1987) recommended
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follow-up surveys to determine their existence or absence from the
areas to be disturbed. Lacey et al. did not find evidence of these
during a survey in 1987.

Revegetation Plan

The report Hamilton Site Revegetation Plan, Grass Valley Creek Trinity

County, California, May 1989, was prepared under a DWR contract with
the Redwood Community Action Agency. This plan describes vegetation
conditions at DWR-Hamilton Ranch and suggests methods for replacing
habitat affected by the sediment control work. It contains a draft of
Special and Technical Provisions for revegetation contracts that
details methods needed to do the work at the ranch.

Current Wildlife Habitat Work

Probably the most significant action the State has taken to improve
wildlife habitat has been to cease active ranching activities. This
has allowed stands of existing vegetation to become thicker and more
dense. In fact, areas where roads and trails existed have become so
overgrown that trimming is necessary to maintain access for normal
property management activities.

Cattle grazing can result in reduction of vegetation diversity. Young
tender sprouts from both grasses and bushy plants are eaten before
they mature. Seed heads may be destroyed prior to maturing. New
leaves and shoots are nibbled from ground level to cattle head height.
This results in fewer species, mainly grasses, in the grazing area.
Heavy grazing of willows appears to adversely impact willow fly
catcher habitat.

A number of bird nesting boxes have been installed on the ranch by the
caretaker. Wood duck nesting boxes were placed near the sediment
control pools and dredger pond. Also, nesting areas have been
constructed by boring holes in tree trunks for other species. This
low-cost work should be continued.

Several mature cottonwood and willow trees were moved to the disposal
area during pool site clearing. These were replanted with their bases
below the ground water table. Backfilling of sediment and soil left
the tops extending above the fill. Although leaves did sprout from
some of the trees, none survived the process after two years. A few
of these snags will be left standing for roosting use by raptors.

Transplanting willows and cottonwood trees into the water table has
reportedly been successful in other areas. However, without equipment
to protect the root ball and time to allow the trees to become
established prior to gradual backfilling around the trunks, this
experiment will not be repeated.
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During sediment pool site clearing, some of the trimmings from trees
were left piled up in open areas. These piles provide habitat for
some bird and small mammal species. If additional land is cleared for
project activities, some of the slash should be saved for this
purpose.

Fishery Improvement Projects

DWR has submitted project proposals for funding to the Trinity River
Field Office to improve fishery habitat in the river. We suggested
spawning gravel be placed upstream of the old Riffle I site. 1In order
to keep velocities in an acceptable range, some of the river bottom
might be excavated before gravel is placed.

The excess material should be used to extend the existing Riffle I
berm upstream along the bank. This way a rearing habitat channel
could be constructed. The sediment deposited in the backwater area
beside Riffle I could be removed with a bulldozer to enlarge it. Part
of the backwater area could be deepened to provide cover for fish.
Areas near the edge of the site could be graded to develop wetlands.

A net increase in high-quality wetlands might help compensate for some
wetland loss elsewhere on the property.

With the proper equipment on site, the backwater work could be
completed in a day. Depending on how far upstream the berm is
extended, this work should also take about a day or two. This work
might be scheduled as components of larger projects to reduce
mobilization and administrative costs.

Future Wildlife Habitat Work

Riparian vegetation found along watercourses is usually considered
best if it is periodically renewed. Normally this is

caused by occasional flooding that washes away banks and drops
material elsewhere. New deposits are conductive to vegetation
germination.

In the case of the DWR pools, the shoreline has expanded considerably
from that existing prior to construction. This provides opportunity
to increase the net amount of riparian habitat available. However,
since the pool banks were sloped and covered with rocky material,
erosion due to flooding may not be significant.

As riparian vegetation becomes established and reaches maturity,
selected areas may require removal so that new vegetation can replace
it. This work could be done by CDF conservation crews, or as part of
a dredging contract. Periodic examination of the riparian areas
should be made by wildlife biologists. A decision of how to best
manipulate the habitat can then be made.
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As more information is gathered about the willow flycatcher habitat
preference in the Trinity Basin, steps might be taken to establish
preferred vegetation. For example, willow fly catchers are most
numerous where extensive thickets of low, dense willows edge on wet
meadows, ponds on backwaters. Before work of this type is begun,
consultation with wildlife experts is essential.

The disposal areas can be used to provide forage for deer. Ceanothus
Integerrimus, or deer brush, should be planted on the disposal slopes.

Irrigation and fencing the first year would be required to help the
plantings to become established.
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CHAPTER 8

RECREATION DEVELOPMENT AT DWR-HAMILTON RANCH

Present Public Recreation Access

Recreation generally has centered around several activities which are
limited by DWR's "no vehicle access" and "no hunting or camping"
policies. These activities include fishing, hiking, nature study,
swimming, and picnicking.

The foremost activity has been access to the river for salmon and
steelhead fishing. Access to the creek and sediment control pools has
mainly been during the warm weather for swimming and sunbathing. Some
people use the trails and haul roads for exercise. Nature study,
especially by school classes, has been more limited. Berry picking is
a seasonal activity.

A parking area constructed in 1987 has reduced incidence of parking on
the narrow Lewiston Road shoulders and at the construction gate.
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This parking area allows visitors to stop off Lewiston
Road.
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An 8-foot chain link fence was installed in 1988 along portions of the
west and north property lines. This fence was constructed to reduce
public access to the private lands adjacent to State property.
Sections extending into the lower sediment control pool were designed
to limit access to the steep creek banks downstream and still allow
unimpeded passage of floodflows.

Alignment of the fences is offset approximately 2 feet or more onto
State property. This offset allows access for maintenance and
clearing brush.

Trails from the parking area have been maintained by mowing the weeds
and star thistle. One trail extends west to the GVC pools. Another
goes northeast to intersect the road along the east property line.
This extends to the river at the northeast corner of the property and
intersects a road parallel to the river.

Another trail had been cleared completely around the dredger ponds. A
trail leads south along the wetland area near Lewiston Road. West of
GVC, a trail from the cul-de-sac on Wellock Road leads through a small
gate, down an access road, and back to the pool banks.

Little or no recreation use occurs on the upper terrace. During
hunting season, adjoining landowners post the access road against
hunting. The historic Lowden toll road route is through the yard on
the Bowling property, which discourages access. The old road formerly
connected to roads at Fawn Lodge near Highway 299, and is now blocked
by fences and barricades about a mile from DWR-Hamilton Ranch.

Future Recreation Development

Day-use activities should continue. This use is mostly compatible
with the multiple-use nature of the property. Since grazing is no
longer practiced, vegetation will become thicker and more overgrown.
Clearing of trails should be continued. Mowing by the resident
caretaker is suitable for the main trails on flat land. Annually, the
CDF conservation crew should be used to maintain the other trails and
to clear diversion ditch banks for maintenance access.

Trinity River Fishing Access

During salmon and steelhead runs, fishermen use the parking area and
walk to the river. Sanitation facilities should be installed near the
River.

Picnic Area on West Side of GVC

Development of a picnic area to the west of the upper pond has been
suggested to DWR. This proposal is considered impractical
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because the area to construct parking facilities on Wellock Road is
limited. A meeting with landowners along Wellock Road revealed almost
unanimous opposition to this suggestion. A small gate near the end of
Wellock Road will be left unlocked to allow public access to this
area. A larger drive-through gate at the same location will remain
locked. A key to the lock on the larger gate and the combination to a
gate east of GVC was given to the Wellock family so that stray
domestic animals could be retrieved.

River Raft Access and Stopover Site

A river raft access or stopover site has been suggested at the river
bank clearing on the northeast corner of the property. If this is
developed, sanitation facilities should be installed. Trash bins and
portable toilets should be used. A pit toilet might be constructed at
the top of a knoll.

To use this area for launching rafts would probably require upgrading
the road along the east line to provide vehicle access. It might also
require vehicle parking at the river bank. Since DWR policy limits
vehicle access and limits disturbance of vegetation not associated
with the sediment control operations, raft-launching facilities may
not be compatible with the plan.

Trinity River looking upstream from DWR-Hamilton Ranch.
View is near the proposed river raft access site.
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Recreation Use of Sediment Control Pools

During the summer, the sediment control pools are receiving increased
public use for swimming and sunbathing. The side slopes of the pool
banks have been designed with gently sloping banks to lessen danger
for both animals and people who enter or exit the water. The upper
pool has sandy bars that develop soon after dredging and are
attractive to swimmers and sunbathers. Some people picnic at the
site.

No public sanitation facilities are on the DWR-Hamilton Ranch
property. A pit toilet or a commercial toilet service should be
installed near the upper pond. In addition, trash barrels should be
installed to help reduce litter. A local garbage collection company
could empty them periodically.

In the event of flood flows in GVC, portions of the pool banks might

be eroded. 1If this happens, work should be quickly performed to
maintain the sloping banks for public safety.
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CHAPTER 9

MANAGING THE PROPERTY

Proposal to Remove all Structures From State Land

Sediment control and disposal and wildlife habitat restoration are the
current management activities. One mobile home is on the property and
it is currently used as a caretaker residence. A second mobile home
located near the secondary disposal area on the upper terrace was
removed in 1992. This mobile was in poor condition, had no acceptable
water supply, and had not been occupied for about four years.

It has been suggested that all structures be removed and the area
turned into a use area for recreational purposes. The entire site
then could be managed for fish and wildlife and recreation.

Those evaluating this suggestion must remember that vandalism has
occurred fairly often since the State purchased the property. The
State had to replace almost all the windows in the caretaker residence
because of damage by pellet guns. Fences have been cut, fires
started, plants removed, irrigation equipment stolen, and telephone
lines damaged. Livestock has repeatedly entered the property,
damaging planted vegetation.

Without a caretaker to patrol the property, we could expect
unauthorized woodcutting, hunting, and vehicle trespass. The aluminum
irrigation system would be a prime target for theft.

The caretaker is expected to pick up trash, maintain fences and trails
for public access, represent the State to the public, operate the
irrigation system, keep records for various studies, and look out for
illegal conduct. This service is considered an essential maintenance
activity.

The State provides a three-year lease for the caretaker residence. A
property appraisal is conducted at the beginning of each new
agreement. The caretaker's payments and activity reports are sent
monthly to DWR in Sacramento. Copies of the activity reports are on
file at the DWR office in Red Bluff.

In the event minor repairs or maintenance are necessary, the
caretaker, with prior DWR approval, can purchase materials and submit
the invoices as credit against the monthly lease payment. Completion
of all work is then verified by the State.

Major repailrs or equipment purchases (e.g., irrigation system
components or domestic water treatment system parts) are handled
through the normal State procurement process at the Red Bluff office,
or through the Trinity River field office.
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After paying for upkeep of the property, any net lease income is
applied to the State General Fund. It is not credited to the DWR-
Hamilton Ranch Management Program. When the State and federal
governments perform a cost-sharing reconciliation, the income from the
caretaker lease should be included in the accounting process.

While DWR-Hamilton Ranch is under State ownership, DWR will continue
to maintain and lease the residence to a caretaker.

Pump Irrigation System

A 30-horsepower irrigation pump is located on the east bank of GVC,
north of the lower pool. Until July 1993, electric power was served
by Pacific Gas and Electric Company. The rate schedule was for off-
peak power, i.e., lower rates in evenings in summer and daytime hours
in winter. In July 1993, P G and E transferred its Trinity County
interests to the Trinity Public Utility District. The District does
not offer off-peak rates.

To install the irrigation pump, a pit was excavated with a hydraulic
excavator down to cemented gravel layers. The pit was backfilled with
1-1/2-inch graded gravel up to the water table elevation and covered
with native soil. Filter fabric was used to keep fine particles out
of the gravel. Appendix B provides a diagram of the pump
installation.

This shallow well does not recharge quickly enough to allow continuous
running. One solution is to recharge the sump with surface water.
Water from the ranch ditch could be conveyed to the southeast corner
of the pump embankment. There, the gravel fill was brought up to near
the surface, in anticipation of this need.

A second solution may be to excavate a channel from the sump southward
to the lower DWR pool. Backfilling the trench with coarse gravel and
covering with filter cloth and native material would make the pump a
direct diversion from the creek. Until sediment filled the lower
pool, plugging with DG sand would not be a problem. A screen trash
rack should be used to reduce plugging of the gravel by stream litter.

Invasive Plant Species

Himalaya berry brambles are prominent in much of the riparian areas.
This species would be difficult to eliminate, which might not be
desirable, as it does provide significant habitat wvalue.

One invasive species that should be controlled is the yellow star
thistle Cirsium solstitialis. This weed covers much of the primary
and secondary disposal sites. It has a long annual growth cycle
beginning during the fall rains, a long tap root, prolific seed
production, and seeds that can remain dormant in the soil for long
periods. These features make star thistle difficult to eradicate.
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Methods generally used to control this plant include mechanical

(tillage, mowing, grubbing, or excavation), fire, chemical
(herbicides), and biological (insects, plant competition and livestock
grazing). Most are not practical for the DWR-Hamilton Ranch.

Following are three methods that may be used to control (but not
eliminate) star thistle.

Periodic mowing during the growing season may help to control the
weed. The most effective time is during the early flowering stage,
after much of their root reserves have gone into producing flowers,
but before seed production is commenced. Repeated mowing probably
will be necessary because regrowth generally occurs. In general,
mowing will be most effective when soil moisture is low and no
watering or rainfall follows the mowing.

A method that can be used on the disposal areas during construction
work is to remove and bury the top 6 inches of soil containing the
seeds of the thistle and numerous annual grasses and weeds. The top 6
inches of soil from the pasture areas should not be used on top of the
spoils.

The Trinity County Agricultural Commissioner has made experimental
placing of a biological star thistle control at DWR-Hamilton Ranch.
The Bangasternus orientalis or seedhead weevil is a beetle-like insect
approximately 1/4-inch long. The adult female lays her eggs on the
flower bud of the plant.

When the eggs hatch after about two weeks, the larvae feed on the
seed-head tissue which indirectly causes the loss of 60 to 90 percent
of the viable seeds in the head. Adult weevils emerge from the
seedhead and later overwinter in the duff near the plants. They
emerge the following spring to complete the cycle.

The County is presently evaluating survival and effects of the
weevils. If successful, some will be collected for distribution to
other areas. Until the County study is evaluated, selective mowing of
existing trails will be the primary weed control method used.

Surplus Land Disposal

Mr. Don Coffin, an adjoining property owner to the south, has built a
second home on his property. According to County zoning requirements
for minimum lot size, he needs an additional two acres on his parcel
to retain his first home. He has recently asked DWR if we can sell
two acres of the hill side next to Lewiston Road. He has not yet made
a written offer.

A possible negotiation term may be for Mr. Coffin to guarantee the
State a supply of water from his irrigation ditch and diversion. His
irrigation ditch ends at DWR Ranch Ditch, and at times he has supplied
us with some of his water to irrigate the orchard at our caretaker's
residence.
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The advantage to the State would be a cost savings each year the Ranch
Ditch diversion is installed and removed. To use this diversion, a
temporary dam structure must be installed in the creek. A bulldozer
is usually used both to construct and remove it. A permanent
structure designed to withstand potential flood and debris flows would
be very expensive. The diversion ditch is prone to plugging by the
large amounts of DG constantly moving through the watershed.

The shared Knowlden-Coffin Diversion is located farther upstream in
the GVC canyon where, due to the configuration of the channel, inflow
of DG sediment is easier to control. Usually only a 1l-foot-high dam
is required, angled to the flow. Fish passage is not a problem.

To use the Knowlden-Coffin Diversion for State water deliveries, the
ditch may need to be cleaned out or even lined. Two suspended
pipelines that cross GVC may require enlarging to provide enough
capacity. Easements must be granted by the two property owners
involved. An appropriative water right application may be required to
use this diversion. Nonuse of the existing Ranch Ditch diversion may
result in loss of appropriative water rights. At present, these
issues have not been evaluated.

Conflicting Property Rights

In the southeast area of the DWR property, a 5/8-acre parcel owned by
Steve and Cathy Bowling of Long Beach exists entirely within the main
parcel. Improvements include an old residence and several
outbuildings. Some of these buildings and a picket fence are
constructed partially on State lands. A stream diversion pump house
that supplied water to the double-wide trailer formerly located on the
upper terrace was on the Bowling property. The pump house has been
abandoned by DWR.

Access to the parcel is by an old road with an easement issued to the
County. This road has been abandoned by the County, so legal access
to the parcel probably is in doubt.

Negotiations should be conducted with the property owner to provide
clear title for their access and to the land the structures are on.
One option is to provide the owner with an encroachment permit,
charging the State's administrative costs for the permit.

A second option is to issue a Director's Deed for the areas in
question. This will require a land value appraisal and payment for
the property in question.

A third option may be to declare the southeast corner of the State

land from Lewiston Road up the Snipe Gulch Canyon (about three to four
acres) to be surplus to the needs of the project,
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and offer to sell that corner to the Bowlings. Since this land is all
wooded steep hill sides, it has no potential for sediment storage.

(It does have wildlife habitat value.) The deed would reserve an
easement to the State for maintaining and using the GVC irrigation
ditch system.

The best solution will have to be determined by DWR Land and Right-of-
Way agents through negotiations with the Bowlings.

The most easterly DWR property line has been assumed to be along the
fence to the east of the caretaker's residence. A pre-liminary survey
by DWR indicates the line is actually 30 to 50 feet east of the
existing fence.

This property line should be surveyed and permanent markers installed.
A local survey business should be engaged for this work to reduce
possible criticism about the State "confiscating" private property.

A driveway to private property from Wellock Road crosses DWR property.
The appraisal for purchase of the Hamilton Ranch did not reveal an
easement for this road. This situation should be corrected.

One solution might be to declare this area surplus to the needs of the
project and sell it. If that is done, an easement for State access
should be retained.

Construct a New Sediment Control Pool Upstream of Exiting Pools

Initial plans for sediment control features on DWR-Hamilton Ranch
property included pool construction upstream of the upper pool
location. Several issues have caused DWR to concentrate on developing
sediment storage downstream.

First, the proximity of wetlands east of the creek limits the
potential area. Although excavating without filling is allowed by the
federal government, regulatory agencies may resist approving any
project that might reduce the quality of the existing wetland.

In addition, GVC in this area has a fairly steep gradient. This will
probably limit the ability to build a long pool. The County will
probably be concerned that possible head cutting above the pool could
damage the Lewiston Road bridge footings.

Pools might be constructed in this area using portions of the
privately owned terrace on the west side of the creek. The owners
have said they would consider discussing such a project, but none has
endorsed the concept.

Since there are minimum lot sizes in the area, purchase of enough land
from the adjoining owners may not be practical. However, an easement
or a lease might be used if the owners were willing to support this
work.
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Construct a New Sediment Pool Downstream of Existing Pools

A new sediment control pool on State land could be excavated
downstream from the existing pools. This pool would be constructed
east of the chain link fence and be parallel to the pool on private
property at the mouth of GVC. Its outlet

would be into the shallow pond near the river bank. The size would
probably be 600 feet long and 200-300 feet wide.

A pool at this location would be an off-channel storage pool. Grass
Valley Creek would not flow through it except during high water. An
inlet and outlet would be constructed like those at the existing
pools.

This pool would likely pond ground water as do the old dredger ponds.
Its banks would become covered with willows and alders. Reeds and
rushes could be planted in the shallow water near the banks.

Excavating this pool may uncover deposits of spawning size gravel,
which should be saved for future processing. Storage sites for this
material are available on the old dredger tailing areas.

Some very large trees are located in this area. Attempts to leave
islands for them will considerably reduce the pool capacity and may
cause them to die. Clumps of willows and blackberries could be
planted near the water, to compensate for those removed.

An alternative to this pool might be to purchase the GVC channel area
between State land and the Trinity River. Then the existing pool
above the mouth could be widened onto State property. This could
double or triple storage capacity below the DWR pools. In the past,
some members of the family controlling that parcel indicated they
would not be interested in selling land to the government.

Other Management Considerations

Prospective developers of the Meadows Golf Course on property just
east of DWR-Hamilton Ranch asked about leasing portions of the State
land to extend their proposed development. Since a secondary use of
DWR-Hamilton Ranch is wildlife habitat, and material deposited on the
pasture may be later removed to increase project life, this proposal
was not compatible with objectives of the management plan.

In July 1994, BLM purchased this 200-acre parcel. A management plan
for the property is scheduled to be prepared in 1997. During
preparation of this plan, consideration should be given to using a
portion of the BLM property for future sediment storage. This would
help extend the life of the GVC sediment control project. Ultimately,
BLM might be considered a logical long-term manager for both parcels
of land.
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Other parties have suggested portions of the property should be leased
for grazing. This proposal could help to keep the area visually
attractive and limit danger of wildfire by reducing tall grass in open
areas. The upper terrace, the area west of GVC, and the area above
the upper pool may be suitable for such a lease. The disposal area
should not be leased unless fencing is provided to protect newly
planted vegetation on the spoil areas.

A lessee might be interested in irrigating portions of the leased

area. A condition of the lease might be to provide water from GVC
through existing ditches. This use would help exercise the State

water rights and help keep the area visually attractive.
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APPENDIX A

REPORTS RELATED TO THE
DWR-HAMILTON RANCH
AND THE SEDIMENT CONTROL SYSTEM

Environmental Documents

A.

Negative Declaration and Initial Study, Trinity River Pool and Riffle
Construction for Fishery Restoration, Revisgsion of March 1984 Negative
Declaration, (State Clearinghouse #84022805). DWR Northern District,
April 1985.

Sediment-Control Work Near the Mouth of Grass Valley Creek, Supplement
to the Environmental Document: "Negative Declaration and Initial Study,
Trinity River Pool and Riffle Construction, for Fishery Restoration",
April 1985. DWR Northern District, May 1987.

Notice of Determination. Trinity River Pool and Riffle Construction for
Fishery Restoration. State Clearinghouse Number 84022805. Filed and
posted by Governor's Office of Planning and Research, June 21, 1985.

DWR Northern District, April 1985.

Acknowledgement Letter from State Clearinghouse. Letter to Edwin J.
Barnes from John B. Ohanian, Office of Planning and Research, stating
the draft environmental document SCH# 84022805 was submitted to State
agencies for review. The review period was closed, and no agency had
comments. May 31, 1985.

Grass Valley Creek Debris Dam, Trinity California: Final Environmental
Impact Statement. U.S. Bureau of Reclamation. 1987.

Environmental Assessment, Trinity River Sediment Trap. (BLM-Southern
Pacific pool) U.S. Bureau of Land Management, June 1983.

Draft Finding of No Significant Impact, Trinity River Pool and Riffle
Construction for Fishery Restoration. U.S. Bureau of Reclamation, April
1986.

Draft Environmental Assessment for Trinity River Pool and Riffle
Construction for Fishery Restoration. U.S. Bureau of Reclamation, April
1986.
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II.

IIT.

IV.

VI.

Archeological Studies

A.

An Archeological Survey, Assessment, and Recommendations for the
Hamilton Ranch Parcel, Trinity County, California. By John Kelly, State
Archeologist II, Department of Parks and Recreation, March 1986.

An Archeological Survey, Assessment, and Recommendations for the Ohio
Flat Mining district (CA-TR-943), Trinity County, California. By John
Kelly and H. John McAleer, U.S. Bureau of Land Management-Redding and
California Department of Parks and Recreation, 1986.

Wildlife Inventories

A.

Wildlife Inventory of the Hamilton Site-Grass Valley Creek Sediment
Control Study, a Status Report. by Jesus R. Garcia, Wildlife Biologist
and Anne Marie Woessner, Graduate Student Assistant, Department of Fish
and Game, November 1986. See also addendum in Lacey, Species list,
Hamilton Property Pasture Wetland.

Vegetation Studies

A.

Hamilton Site Revegetation Plan, Grass Valley Creek - Trinity County,
CA. Natural Resources Services, Redwood Community Action Agency, May
1989.

Species list, Hamilton Property Pasture Wetland. Joyce Lacey, DWR
Northern District, July 29, 1987. Also includes an Addendum--Hamilton
Site plant list for the Garcia Wildlife Inventory.

Vegetation Survey of the Grass Valley Creek Sediment Control Pool -

Phase I. (upper DWR pool.) Joyce Lacey, DWR Northern District, July 1,
1988.

Vegetation Survey of Sediment Control Pool Number 2 on Grass Valley
Creek. (lower DWR pool.) Joyce Lacey, DWR Northern District.

Recreation Study

A.

Concept Plan, Hamilton Ranch Park, Trinity County California. A draft
map by Robert E. Snieckus, Landscape Architect, USDA, Soil Conservation
Service, January 25, 1988.

Feasibility Studies

A.

Grass Valley Creek Sediment Control Study. DWR Northern District, April

1978.
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VIT.

VIIT.

DWR Sediment Removal Project Reports

A.

A.

1989 Evaluation Report, Bucktail Pool Excavation and Grass Valley Creek
Sediment Removal at the Upper and Lower DWR-Hamilton Ranch Pools.
(Bucktail and DWR- Hamilton Ranch pools.) Department of Water
Resources, June 1991.

Grass Valley Creek Sediment Removal, Upper DWR Pool, 1988 Evaluation
Report. (DWR-Hamilton Ranch pool.) Department of Water Resources.
December 1989.

Grass Valley Creek Sediment Removal, 1987 Evaluation Report. (Ponderosa
Pines pool and BLM-Southern Pacific pool.) Department of Water
Resources, June 1988.

Grass Valley Creek Sediment Removal, 1986 Evaluation Report. (Two pools
at the mouth of Grass Valley Creek.) Department of Water Resources,
January 1987.

Grass Valley Creek Sediment Removal, 1985 Evaluation Report. (BLM-

Southern Pacific pool.) Department of Water Resources, December 1986.
Grass Valley Creek Sediment Removal, 1984 Evaluation Report. (Two pools
at the mouth of Grass Valley Creek.) Department of Water Resources,

October 1985.

Grass Valley Creek Sediment Removal, 1983 Evaluation Report. (BLM-
Southern Pacific pool.) Department of Water Resources, December 1983.

Action Item No. 3--Interim Grass Valley Creek Sediment Removal, 1981
Evaluation Report. (Riffle ripping project.) Department of Water
Resources, February 1981.

Action Ttem No. 3--Grass Valley Creek Sediment Removal, 1980 Evaluation
Report. (Baxter pool.) Department of Water Resources, February 1981.

Trinity River Sediment Removal Evaluation Report. (Experimental suction
dredging work.) Department of Water Resources, May 1979.

Sediment Studies

Toward a Strategic Plan for Sediment Control Within the Grass Valley
Creek Watershed. Gregory A. Thomas, Richard Roos-Collins, Natural
Heritage Institute, August 1991.
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Sediment Study, Grass Valley Creek Watershed, Trinity County,
California. TUSDA, Soil Conservation Service, February 1986.

Inventory of Sediment Sources, Grass Valley Creek Watershed USDA Soil
Conservation Service. February 1992.

Inventory of Sediment Sources, Grass Valley Creek Watershed Supplemental
Report. USDA Soil Conservation Service. May 1992.

Sediment Yield Study, Grass Valley Creek Watershed, Trinity County,
California. Jerald M. Curry, U.S. Soil Conservation Service, September
1980.

Reconnaissance: Deposition of Fine Sediment in Spawning Gravels, Upper
Trinity River, California. U.S. Geological Survey, 1970.

Memorandum: Sediment Transport Studies, Trinity River Below Lewiston
Dam-Trinity River Basin Comprehensive Action Program. Robert I. Strand,
U.S. Bureau of Reclamation, Engineering and Research Center, Denver
Colorado, August 1981.

Proposed Trinity River Basin Fish and Wildlife Management Program,
Appendix B, Sediment and Related Analysis, Final. Frederiksen, Kamine
and Associates, October 1980.
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APPENDIX B

DWR-HAMILTON RANCH IRRIGATION SYSTEM
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Figure B—1
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California Department of Water Resources, Northern District

DWR—Hamilton Ranch
Irrigation Pump and Infiltration Well
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INVENTORY OF IRRIGATION, WATER SUPPLY, MISCELLANEOUS EQUIPMENT, AND MATERIALS AT
DWR-HAMILTON RANCH

Quantity

1

Irrigation Pump System
Item
General Electric Verti-Max Induction Motor 30 hp Model 5K284DP5005WA,
No. 37481, RPM 3550, Frame L284TP12, Type K, 67.0/33.5 Amp., Code G, 3
phase.

Well pump - Peabody Floway, size 8", Type LKL, stages 3, Serial No. 87-
30126, HP 30, GPM 325, RPM 3525, T.D.H. 200.

Controls Box - Delta Controls, Stockton, CA. 95203, Class 22-103, style
C23JE, Cat. No. CR2MCP.

Westinghouse Motor Circuit Protector, 100 Amp. CP331000R, 600 v AC 3
pole cu/al.

Switch - Telemecanique LCI - D803, base LX6-D40 185, 185v - 50 Hz, 220-
240v - 60 Hz.

Reset switch - Telemecanique LR-D80 363.
Control switch (Hand/Off/Auto) 2 Telemecanique ZB2-BE101l.
Start Button - Telemecanique ZB2-BE101l.

Liquid Level Control - Type 1C2DO, Charles F. Warrick Co. 1964 W. Eleven
Mile Rd., Berkley, Mich. 48072.

2" Rainbird Air Vent Model RB-2AU.
Pressure Gage - Rainbird, liquid filled, Model RBG-L160PB.

0il reservoir with ASCO 2-way direct acting solenoid wvalve, normally
closed.

24" x 4' diameter CMP well casing, with 3/8" dia. perforations on 6"
centers, first 8 feet.

90" 6' chainlink fence, with double drive gate, wood stain slats, and
3 strand barbed wire top.
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Overhead Tank Truck
Fill Stand pipe

Quantity Item
1 9' 10" above ground, inside diameter 4", outside

diameter 4-1/2"
1 Gate valve 4-1/2" brass. Made in Italy, no brand name noted.

Sprinkler System

42 1" x 12" riser #5
45 1-1/4" Square head pipe plugs
40 Impulse sprinkler heads Rainbird Model 14070

with 1/8" and 1/4" nozzles
3" T male to two females
3" T female to one male and one female

5
3
11 3" end plugs
4 3" 45 degree elbows
87 3" x 30 foot pipes
2 3" x approx. 10 foot pipes
27 6" x 30 foot pipes
2 6" end plugs
31 6" clamps
1 6" male x 4" male x 6" female T
1 6" 90 degree elbow male to female

1 4" male x 6" male x 6" female T
2 4" to 3" x 3/4" valve #2 VO 4333
2 4" clamps

2 10" x 14 foot pipes (one is split)
1 10" x 30 foot pipes
1 8" x 22 foot pipes
1 8" x 30 foot pipes

Ranch Ditch Lining
122 15" x 20' ADS Dualwall Drain Pipe 1565AA
This includes 7 lengths on Coffin's property near his driveway and 1

above his house, an additional 5 links line a section near the
Coffin/Knolden property boundary.

3 15" x 10' ADS Dualwall Drain Pipe 1565AA
106 15" clamps # M294
16 15" x 15" x various sizes T # 1547AA risers
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15" ADS Dualwall Drain Pipe 1565AA in storage
15" x 20 foot pipes
15" x 8 foot pipe
15" x 15" pipe
15" split couplers #M294
12" caps #1032
Orchard Ditch Irrigation System

Ditch pump Franklin Electric 1 hp motor Model 11035416 on Berkeley Pump
model 10DB.

82 gallon galvanized tank
Steveco 1/2 hp motor on unknown brand pump, not currently in use.
National 120 gallon air capture tank, not currently in use.
Aluminum Irrigation Pipe
10" x 30' pipe with circle lock connectors at Knolden/ /Coffin
diversion.
Domestic Well and Water Treatment System
Well pump Jacuzzi, Model B- 130528-22
Pump motor Model 1Rm2-S/A Ser. #4F7088146
Chem Feed pump Model #C-1530LP Ser. #JY1475
Bruner Water Filter Model #F10 Ser. #255491
Red Jacket 82 gallon galvanized tank Model Q82VW
250 gallon galvanized "Contact" - tank brand name unknown
Miscellaneous

Unassembled steel building, size undetermined, 8' x 8' estimate

Corrugated Metal Culvert

36" x 20' good condition (connected to next item)
36" x 10' good condition

36" x 10' poor condition - bent, has hole

36" X 20' poor condition - bent, one with hole
24" x 20' poor condition - bent

48" x 20' excellent condition - has fish baffles

2 piece Hugger Band 48"
1 piece band 12"
1 piece band 24"
1 piece band 36"
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APPROXIMATE LENGTH OF RANCH DITCH

Diversion to DWR West Property Line

DWR West Property Line to Upper
Terrace Access Road

Upper Terrace Access Road to
Turnout Box

Turnout to DWR East Property Line

Total

Lined with

15" ADS Pipe Unlined Total
260 2290 2550

680 0 680
1500 0 1500

0 380 380

2440 2670 5110
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APPENDIX C

MAPS
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Figure C-1
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Figure C—2
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California Department of Water Resources, Northern District

DWR—-Hamilton Ranch
Recorded Property Boundary And Easements
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APPENDIX D

PERMITS
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APPENDIX D

PERMITS

Permits required for work on the Hamilton Ranch and at other sediment control
system project sites.

A.

U.S. Corps of Engineers Permit. The Field Office was issued an areawide
permit to cover restoration project activities. Dredging was included.
Annual work requires notification to USCE by certain dates. The Trinity
River Basin Field Office in Weaverville has the permit.

Regional Water Quality Control Board. DWR sends RWQCB a descriptive letter
containing location maps and project drawings explaining the work and
requesting a waiver of water quality reporting requirements. The Board can
then issue a waiver, usually conditional on not getting any complaints from
the public. During some projects the Board has requested monitoring of
upstream and downstream turbidity.

DFG. A "1601" or Stream Bed Alteration Permit is necessary to do any
construction work in or near a stream. This includes dredging and
diversion structures. A fee is required. In the past, upon written
request DFG has waived the fee for DWR since DFG is partially funding the
restoration work.

State Reclamation Board. Does not have jurisdiction on the Trinity River.

State Water Resources Control Board, Division of Water Rights. Reports of
surface water use are required by State law. Diversion water use during
the past three years is reported on a SWRCB form. The reports for 1986
through 1989 are included in Appendix E.

County of Trinity. Government agencies are not required to get a County
Use Permit. An Encroachment Permit was issued to DWR for constructing the
driveway at the public parking area on Lewiston road. The County also
required signs and flaggers on Browns Mountain Road during sediment
excavation of Bucktail Hole. The county road department should be
consulted prior to beginning any project that might impact the roads and
traffic flow.

Federal Agencies. Projects that use federal lands for access, sediment
disposal, or dredging require permits from the agencies managing the land.
Past projects have required permits from BLM and USFS. Contact the agency
involved.
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Access on private lands. For dredging at the SP-BLM pool, permits were
required from the Southern Pacific Land Company in addition to BLM. At the
Ponderosa Pines pool, temporary entry permits were signed by the landowners
involved. Access to both sites required temporary entry permits from about
18 owners and any lessees of land along the Ponderosa Pines subdivision
access road. This usually requires promises to repair the access road.
Figure D-1 is an example of a typical temporary entry permit. Access to
the SP-BLM pool also requires permits from all 27 joint owners of the House
Of Mason Property.

Access and disposal of sediment at other dredging sites required temporary
entry for both properties traveled across and for parcels where sediment
was deposited.

Access to pools at the mouth of GVC required a paid lease. State laws
required an assessment of the value of the land to actually be used, not
the entire property. The compensation paid was based on a percentage of
the appraisal.

Permission to access DWR-Hamilton Ranch for work or for removing surplus
material is provided by a temporary entry permit. An example of a permit
issued to Trinity County for dredging the upper pool in 1992 is shown in
Figure D-2.

State Lands Commission. The Commission regulates lands under waters of the
State of California. It previously has not actively exercised jurisdiction
in the Trinity Basin. Since the Trinity is considered a navigable
waterway, this situation could change.

If in the future, a project is determined to be on land under SLC
jurisdiction, DWR will use the 1979 "Memorandum of Understanding" between
SLC and DWR. This MOU is for work related to the combined State Water
Project and Central Valley Project. Since the restoration is mitigation
work for CVP, the MOU will apply. Terms of the MOU require DWR to give SLC
a 90-day notice of work to be done on SLC jurisdictional areas using a
special form. The MOU and the form are included as Figures D-3 and D-4.
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FIGURE D-1 EXAMPLE OF TEMPORARY ENTRY PERMIT FOR ACCESS TO
PRIVATE PROPERTY

{1 Exploration : District: Northern

[] Survey . Feature: Temporary Access
[X] Construction

Permit/Pcl. No.: 025-660~

TEMPORARY ENTRY PERMIT

Permission is hereby given to the State of California, Department of Water Resources and its
officers, employees, agents and persons under contract therewith, hereinafter referred to as the State,
to enter, with all necessary equipment, upon property in the County of Trinity,

State of California, described as:
Por. NE } Section 27, Township 33 N, Range 9 W, Assessor Parcel No.

Owned by

for the purpose of access for excavating a sediment control pool in the Trinity River
and surfacing the access road for dust control

and for such other purposes as may be incidental thereto subject to the fallowing provisions:

1. Reasonable precautions will be exercised to avoid damage to
persons and property.

2. Permittor assumes no liability for loss or damage to property or injuries to or deaths
of agents, contractors or employees of State by reason of the exercise of privileges conferred herein.

3. Nothing in this permit shall preclude Permittor from filing with the State Board of Control
a claim, or claims, for any loss or expense which Permittor or his tenont may suffer caused by or
arising out of the exercise by the State of the rights herein granted.

4. State agrees to indemnify and hold harmless Permittor from any damage caused by State’s
authorized use of said property. State agrees also to either indemnify Permittor for any damage or
destruction to its roads and fences, or other property, occurring by reason of the exercise of rights
granted herein, or to replace or restore said property.

5. This permit will expire on__ i P

6. This permit is granted subject to the provisi;ins set forth above.

Dated:

Permittor

Owner wLessee

Acceptance Recommended

Cand Agent  Permittor's Address

and Telephone

PERMIT ACCEPTED:
State of Califoraia
The Resources Agency
DEPARTMENT OF WATER RESOURCES

By
DWR 308 (Rev. 7/67) 99 (Sign in Triplicate)



FIGURE D-2 EXAMPLE OF TEMPORARY ENTRY PERMIT FOR ACCESS TO
THE DWR-HAMILTON RANCH

District: Northern
Feature: _Suction Dredding Proiject
Permit Number:__92-1

TEMPORARY ENTRY PERMIT

The State of California, Department of Water Resources, hereinafter
‘referred to as the State hereby gives permission to _Trinity County
and its officers, employees, agents and persons under contract
therewith, hereinafter referred to as the Permittee to enter, with all
necessary equipment, upon property in the County of Trinjty , State

of . California, described as: ect 6
R9W, MDBM, Assessor Parcel No. 25-180-7, owned by the State of

california __, for the purpose of Suction dredging decomposed granite
sand the DW ' d , and for such other
purposes as may be incidental thereto subject to the following

provisions:

1. Reasonable precautions will be exercised to avoid damage to
persons or property.
. © 2. State assumes no liability for loss or damage to property or
injuries to or deaths of agents, contractors or employees of the
Permittee by reason of the exercise of privileges conferred herein.

'+ 3. Nothing in this permit shall preclude the State from filing a
claim, or claims, for any loss or expense which the State or its tenant
may suffer caused by or arising out of the exercise by the Permittee of
the rights herein granted. ‘

4. Permittee waives all claims against State, its officers,
agents and employees, for loss or damage caused by, arising out of, or
in any way connected with the exercise of this Permit, and Permittee.
agrees to save harmless, indemnify and defend State, its officers,
agents and employees, from any and all loss, damage or liability which
may be suffered or incurred by State, its officers, agents and ’
employees caused by, arising out of, or in any way connected with
exercise by Permittee of the permission hereby granted, except those
arising out of the sole negligence of State.

5. The term of this permit is for a period of __one year
commencing with the date hereof.

6. This permit is granted subject to the provisions set forth

: above; EXHIBIT A, a location map; and to provisions 1 through __6
set forth in EXHIBIT B and made a part of this permit.

PERMIT ACCEPTED BY: PERMIT GRANTED BY:

Date: %h‘*['“- \ Date: August 12, (99T

Signature: “Je&m Yoy Signature: 1

Name: _ 10O S"fo“?\y\/ Name: _ [Calph V. Hntow

ritle: _ Mssocide  Fldnitr Title: _Cuulronmente( Peyrn foel

Agency or Company:’“%“ﬁv(bwdv fhnMﬂj CA Department of Water Resources

Address: P-O. box QJV“7, P. O. Box 607, 2440 Main Street
Weavery W) (R 90 93-244p Red BLuff, CA 96080

Phone: - $23-135) Phone: (916) 527-6530
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EXHIBIT A -- Temporary Entry Permit 92-1

22,23 .

M~

|
i

) Trinity
| A

/Sediment Conlrol
/ Pools on Privole

|
\..;. #  Properly
|
|
|
w |
\ Privats
S \) \ Drive v
1\ '
\\-

ey B

LOCATION MAP
FLOOD L.mE)A_«_'_’_'_ Lo

—— o— ——

Wy LL ~- - — \ \
Pas!
\\\({U}Rood (KS::DW:WO \ \\
W | : \

—

H \ Maln \‘ Visilor / Mo
7 \ Porki R
’, Equipment ar ""9/.._,.-

-

L AAcsess gate v
o Roag o®
. X Q -s‘
> °~‘\ .

\

- —

> de Upper Terrace
P Disposal Sile

NG/
N~ TN e
Sediment \\\5"\80% -
Deposits SO~

\_’

N AS
~
~

e pap ~

——— -
~

0 200 400 600 800 1000
e —p— ]
Feel

. Northern District

Think Safe — Be Safe

STATE OF CALIVFORIGA
THE RESOURCES AGENCY
DEPARTMENT OF WATER RESOURCES.
OIVISION OF DESIGN ANO CONSTRUCTION

Grass Valley Creek Sediment
Control Pools frese—g-

Excavation and nlspokal
Canstruction Sites.

101




EXHIBIT B - Temporary Entry Permit 92-1

The Permittee will prevent creation of dust due to
construction activities at all times. This will require
watering roads and excavation areas. Water at no charge is
available from Grass Valley Creek or from an on site tank
truck f£ill station.

Hours of Operation: Motorized equipment will not be allowed
to operate before 7 a.m. or after 5:30 p.m.

Days of Operation: Work be allowed on Monday through
Friday. No work will be allowed on weekends or public
holidays.

The Permittee will post equipment crossing signs on Lewiston
Road and provide for traffic control as needed for safe
operation. ' '

Disposal of dredged material will be the reséonsibility of
the Permittee, and will be accomplished within 90 days after
removal from the pond.

The Permittee will notify the State at least 24 hours in
advance of the beginning and ending of the construction
work. The contact person is John M. Elko, ‘telephone (916)
527-6530. .
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MEMORANDUM OF UNDERSTANDING

FIGURE D-3

-z-
, ‘opnyouy {lim 3331308 SIYL °,SPuUET XIS
jo asy pasodoig 3o adTaoy, T ‘cpurl IIcag uo
£a3{1ocs ® 30 vorIcniISuUed Jo 3II”AS IYI I0 sSpuey
. cmnum 30 ssn o3 zotad sAep g5 IseIY I® ‘918 o3

3I7cqns T1IM ¥MG °S33afoad foua2zaz0 0¥ adooxa Yy
‘spusy uu.num asn 1TIA qojUa s309foxd
103 sued Teurs jo Jusudorsasp Y3 UY wia £q
vu...oa!-oo #q 111 sejousls (viapay puw °‘93ls

.ndooﬁ 2sq30 pue IS £q paawdead sjusumo) °§

*VOID 30 VaIM 3PPpU paxnbex
unl-u nun un.wuéuaoo uon on.—.u!xx—oou oq
!ﬂgg syl sw 30w 1T ¥ .uiuhc.._,

q«ﬂ .03 Juwnsand ueyeazepun -.—»«».—uon 208 ..«....‘ .

‘°spusy ®3®g 39973 YOTYA szza8oxd wMd UF

* JUSSISATOANT 971qnd (w303 ® ysyrdmoddw o3 ISpIO WY
: .ouauan.ulco {vSs1 pue SATIRIISTUTEPE LU® UTYITA

¢soyousSe yExapaj pue ‘IjeIs ‘1Ed01 INYI0 jO
’ mo&u-ancoo.&ou y31a Suote ‘ssedoad uop3IwTMIO]
3safoad pur Sujumerd sY3 UF JIS SATOAUT [T¥A
wAd ‘so19q ‘y ‘II1 ydeaSeawd £q papracad sy °1
$£ZC9 UOFIONS SPO) $IDINOSVY ITIqNd
pue *1€6Z1 ‘OCIT1 SUOFIdAS 9po) 393eH o 9dods
syl U} PEPNIOUT d1v YITYA Spue] d3eI§ uo gs3dafoad
¥Ma 03 399dsex Y3} - CnpueiocWIT STYI 03 soFIaed
ay3 Aq pamoT10y 99 TT1IA soanpodoad SurmoT10j YL
$9inpaooad

‘111

£18: 81 4950
Q3A13H3Y

‘seaxe

#$04y3 Ul sjuey ajeag 30 sasn fIessoO2U 19430 pur SQUMS

PuT dAD I UT SITITATIOE UKQ UIINIIQ $IDTTFUSD

. au.wucouou 9onpax 1T~ Suppueisaopun STY3I 4q WMQ pus 01§

SOAT3IOOLGO OFF¥O9dS
°832INOSHI 1038A PUB

pury -.Qunum "3 jo JusmaSvusa sTqysucdsex A3TYOw 03

) guca u« WG pu® YIS UseAlIeq UOTIRUFPI0OD crmyxe

GjpueIsIspu] [*1aUBD

°1X

.H

1enoT0F

) Q. soxle’ ouaoucﬁ uouuu!— sqr .a!in s3s3g UoO POIMNIIEUOD

; *q a3 —8.&9& »1e s398(03d pyes 303 -303«3 7 4 PR
gou q 3 ou..v.uouu ® uodn s2a3e 03 SIQEITISP b uoacl.o
"o (STENS) mo3sfs Jusmdorsasq S$9OINOSEY uou¢= 33¥3g Y3 DU abov
39efoxg Aeyyea .nuuucou a3yl uUTyITAH uo«u-uoao pu® UOTIONIISUOD

.cwwuaﬂuoﬁsn,_.uowunanﬂuom 3%afoxd ¥Mq 3o ssed02d syl

U} uoylTUIp00> zadoad ainsse 03 xIpI0 Uy ‘(UMA) SedIIMOSYY
‘z03®n Jo Jusmzaedag Y3 pue (JIS) UOTSSTLMO) SPUT] 9INIE ML

RILSAS LNTHIOTIAIA SININOSAY ¥ILvM ILVIS THL

aNv 10300¥d AITIVA IVHIN3D FHL
J0 SALLIITIOVL ¥OL
SNV JLVIS J0 3Sn THL ¥0d
$32¥N0SIY UILYM 0 INIKINVIAA
AHL QNY
ROISSISI0D SANV1 JLVLS
ZHL N33MLIE
ONICHVYLSYIANN J0 WNANVIOHIR

103



-9~

‘TS ;9 1UISLOD oyl zneyIim ‘opc) I931;) Ayl jo

1TAZ1 BUT OLTIT UOT2ZIS 2Ipun PIFRIdUf IsOyl ueyy

‘ 13y30 s3sodznd 2037 ‘1uszacsJe siy3 uy P2qyId80p
‘$972F119e3 20 puey Ayl aEn 03 SOTITIUD o3eatad

320 2116nd 19u3jo moIC Jou Aew 3ang panile se

PL2T 343 asn Leu so¥3IUL Bupieaedood pur $2039wal
-uod ‘sjuals s31 pue YMa “YMJ Aq Ipem aq o3 esn
%43 Y3a1a 21qrIvdmoduy Jou ST PuUV YMG O3 IOFIou

Mp 39333% sprw sT Buyseay pyes ITYI UOTITPUCD IYF UO
uﬂoﬂo....u.- T4l jJo 309f{qne 8yl s} uﬂ.ﬁ pusy Luw eswey
03 £3130y3ne ay3 uyezaz Lem 73 unnw s9x8e WMg

damod US| PIUTEINY

‘tnpueaowIwm IYJ uF
PITFTINIPT $2ATID[qc ay3 230mozd 03 oyqexysep sw
SUOTSTAIL I2pTSUOD pur $32np3d0xd ayl AITAIL TTEA

sataaed ay1 ‘Aresyporxagd - sainpasoad Suto8aa0y

943 JO SSIUGATIDVFIY mnoyxem 230woxd 03 LiessadIu .

s{ex 93vpadoadde T1e uy I9y30 yows asysse L11enanm
Pur 33e33adood Y1¥A Loy3 arya soade ¥yMg pur IS

#D1A3Y JTPOTII4 pue UOTITIadoOo)

*3USTCUOITAUS Y3 JO UOTIS030ad pue
SINTPA IDINOSIX [eINIBU JO UOFIBAIISIZd 30
asn13 o71qnd 2y3 jJo uoyITAzasaIad pue >31qnd
%Yl jo £3djvs pur yiresy oyi 203 Liessodou

STIAP 2T YITYm pury 21C3S Yl JO ISn §,YMq

‘A

‘a1

lﬂl

UG SUCTILITAT] O SUOTIDIIIS3I2 Aue ¥iig 03
[Ua=cod93 o31e 1{1A JFIS °asn pauur(d S ,¥MA YITA
I9313u02 uy aq Aewm ydI1y= ®ay3}1yoe3 pasodoad

20 ‘3upasyxo ‘umcwyy Luc jJo . dsyApe slep

0f UTYIIA puv saoqe vy ydeaSeaed o3 3uensand

©  PIIITEQNS SIDTIOU F,¥NG AITARI TTFA IS
*3ydnoap pue ._voo.nu. ‘axenbyaaws woxz Supzness

SPOUTITWNIIYD 03 PEITEI] I0U ST Ing SAPNTOUY 3II

*£3xedoad 20 333 309302d 03 UOTIOW IIVIPIGE]
|/ 307 STI¥> YOTYA SIURINMOIITD O UOFITPUOD

.En--gzazhguﬁl.

-sexty 5793 jo sesodand sy3 304 ‘ssn LousBisws
- ®@ Jo wojIenp PeIdedxe syI puw ‘pe3Idejje
Spusy ®3w3g ey3 ‘pe3oniasuod eq 03 LIFIFONF VY3
20 ‘usyel 3q o3 uoT3Ide oq3 ‘Louslased Iyl jo
sInavu Y3 9qyaoap [TIA SOTIOU YONS °*SUOFIDE

yons 03 x07ad papracad 8q TITM ®3730u yons.

, .ouﬁ.a-ou 3T ‘pue suoyloe. Louadxwms T JO
91S £3730u TTIA ¥YMA s399foad AouaBasws a0z
*393fozd ay3 £q po3o9zJye Spue] 038IS 3Y3 jJO Isn
..-wu Jo uogp3eanp pezdedio ay3 (p) pue f3o09foxd
Y3 303 TEXITID truoririado pasodoxd syl (9)
t£33TI9%3 ay3 103 asn o3 sasodoxd wMg spuey
93®3s jo suojadixosap 18291 pue sden Len 3o
ay3yx o13193ds ‘arqerivar 3v (q) pPo3IINIISUOCD

- 3G 03 £317Y5C3 2yl jo.uz1d (e3auad e (®)

°S

104



peaoxddy suoyg 03vy3odey

uaxEl UoTIdDY
we3l aspuerey — . U0 uolssjmwo) 03 pellyuqng

He *3vd) ROIIOV 1S IVNId €

ISUOTILITWI] IO UOCTIDTIISI PIPUSENOIRY

t(Aeeseden 31 sdew au!.a-.. 2039 198{03d WIRIIA pejesot wy0efosd pescdoad 10 Bujyeyxg
H Ga— #3wq) XYVNIWITANd 'V

ASNOISTY OIS

(wer/hna/romn
T 0661 'SUNT JO PUS AQ PEINATSTIUV :pepjacxd #d7a0N uotasidmo) ung Teutd
poaoxddy TFET OC SUNT e3wq ~TLTY-1¢8 suoyg "IN WAE™ Lq peldjmqns
M3 wor
-£31119%3 3oefoad jo sBujaeap yoway '3
BEET O SUNE 20dey Twuly jo eaeq — (PIYSWIIY) USTIVIETSST SATIVISH DUV
ZPNIS TE¥TITUY :PUITTOWSS 10 peuuerd aey3je uoJITusWNDO] [eIusmuolryaug 3IsJT Q@

weysds Jwendoreasq searnosey 303wy 8393g "X 398f03g LeTyea TeIiwe) T:jo qaed wy 3vafoxg )

T TTUSHYEE JO0UTYS URY JUIUTA POUSIVEIUT Uy SUTPNISUY "UTYY EROECAPEUT
TS IVITUY SUTUAYAZ POPUIT ATIUSTIN SPTASIE OF ISATY SJUSEEYSUY oy UV
TSAEIT SUTUATAE (SUT 5 07 QoUY ¢7T J5 SPI¥ASTARS 500 001 S5¢1a TTA ¥AQ

10 en0T] 3¢ 10AST 070a U0 136370 pus ‘uotiIvETEIe] 3w LITTISR] JO uey ‘omn 3o

Peandiaaue “£a111oe3 pee 130fosd jo weradiaseep Jean) HOLLVHAJO ONV NOILIIHDS3A IDAFOMd '€

uoyadyioseq teder —  dey Aep Jo uSyy T :(wi0q 26 euo x2ewd) aa@ peYOEIIY
“TERIY STUMNTSTE peatoau] Aemieyep T UTUSYR 3oe(oad woij A37> jJo uoradesyq
(431D 1se3vey 03 9ef03g)

TTTUUTSTIE Y O30 eouwasyq  JUTPPUY £31) aseawey U Kjunoj
—ESUOYY USYIVIOTIVY TSAVYS SUTUAVEY YUATY SIUSEUISET YSUAN~ e1ajl 3oefoig

‘NOILVDOT 103rowd °v

¥AG ROUI ADILON

‘weisig Juewdoreasy FeeInessy Ieqmy $IWIE YT 30 F0efoIg ASTIvA TEIUED Sy} ISYITFS 30 peen
SI% SPUTT 93TI5 S10UN SN 30J POPUEINT ST II WEYSSTENSD SPON] 631935 SqI_PUR E831R0SY I8N JO UswITedeg o3
UPBNINY "GL4T ‘6T 30QOIN0 POITP FUTPURISIVPN JO SMPUSIGEEN SYI JO sure] ey: 07 Juensind pepiacid 5] 80708 sl

SANVT IINLS X0 T8N QIBOA0¥E I0 FADIIOR

SANYT FIVIS 40 SN QIS0dodd JO FOIION v-a FJANOId

2C622917a nau...:..n....x 303ty 30
279084 ° m— t <. o..unz,.wu.d sgesungy hv..hc

\JN.,\\ T i 7k

225537912508 pan
S32¥N0S3¥ ¥Ivn JO InToy’diq T3 IO 01 S Tesesddy
VINICIITVO 4O IIVIS

2931330 8ATINDXT

KOISSIRACD SARVI iIViS
VIMOIITIVO 20 31ViS

6L3 b1 x&N\vGQ\ :peneg

*$3032223U00 10 ‘s3juale ‘saafoydme

105

$3% puv JIS FO 3IONPUOOSTE INITIFA 20 2IuIITSeu

cy3 ha pasned Lanfuy 20 a8ewep Lue Buyadooxs .
‘$2039823U09 pur sjuade ‘ssafordmy s,¥Mq Jo
$39% 943 WOIJ pur wnpuriomam SIYI O3 Juensand spuey
33¥3S VO SITITATIOE .uo uotivasdo pue ‘uoj3IoniIsuUCd
‘uBisop $,4xq woxy Buysyie Lmfuy Truosxzed
20 33vmep A3xadozd zo3 hua._”uawwa WOXJ ssI[mawy
JIS P14 pue L2:3wmdpur 03 sa223e Lqozay ymg

. #anlU] 1o soPeuR( 4¢3 Z311398F1 °IA




106



APPENDIX E

WATER RIGHTS INFORMATION
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APPENDIX E
WATER RIGHTS INFORMATION
Letter to Alan Davis requesting information on DWR rights to use a
water diversion ditch.
Response to above letter.
Excerpts from DWR Bulletin 94-2.

Reports of 1990 through 1992 water use.
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STATE WATER RESOURCES CONTROL BOARD
Division of Water Rights

i~ 1 M&&}f’m ) &-1ias8 Vmuy(n.
(916) 657-1875 O1Tc - - Rancew

SUPPLEMENTAL STATEMENT OF WATER DIVERSION AND USE P 1TeH-
- ' —

DIVERTER OF RECORD: STATEMENT NO: 012917

CALIFORNIA DEPT OF WATER RESOURCES

FUBON—607 LHYO pasw ST

RED BLUFF,CA 96050

ATTW: Jonw Ecko TELEPHONE NUMBER:

Lsdr TS0~
96 s29-737S

IF NAME/AUDRESS/PHONE NO. IS WRONG OR MISSING, PLEASE CORRECT.

SOURCE: GRASS VALLEY CREEK
TRIBUTARY TO: TRINITY RIVER
COUNTY: TRINITY

DIVERSION :
WITHIN: SE1/4 OF NW1/4 SECTION 26, T33N, RO9W, MDBEM,

INSTRUCTIONS: Please complete Iltems A. B and C. ltem D should be completed If you replaced
all or part of your regular water supply with reclaimed or polluted water. RETURN
THIS FORM BY JULY 1, 199 3. (Additional information on reverse side of this form.)

Amounts [ Gailons

a4, Amount of Use - Fill in the amount of water used
each’ month. if monthly and annual use are not below are: [0 Acre-feet
known, check the months in which water was used. O
~ {(other)
! Total
. Jan. Feb. Mar. Apr. May June Juty Aug. Sept. Oct. Nov. Dec. Annual
1990 :
. RIX|X[X|IK|X
9 P .
vz X | X |X|X |[%|x

B. _Purpose of Use - Specify number of acres irrigated, stock watered, persons served, etc.
{ ACae oncHarD

Irrigation

Stockwatering

Domestic
T T® (60 ACRCY 0@ Wito b pms Ham_‘l’.

. Other (specify)

C. Changes in Method of Diversion - Describe any changes in your project since your
previous statement was filed. (New pump, enlarged diversion dam, location of

diversion, etc.)

D. If part of the water listed in Part A consists of reclaimed or polluted water, please
indicate the annual amounts of reclaimed or polluted water in the space below.

| declars under penalty of perjury that the informatisn In-this repert IS trve 1o the best of my knewledge and bellel.

DATED: Afnie 9 Y3 o Reo BevEs . Callfornla
N ‘ Signature: Qﬂ ”24
2203 1992

116



STATE WATER RESOURCES CONTROL BOARD
Division of Water Rights

PO. BOX 2000 SACRAMENTO, CA 95812-2000
901 P ST. SACRAMENTO, CA 95814

(#16) 65721875 3OHP Pump enascV.cn
SUPPLEMENTAL STATEMENT OF WATER DIVERSION AND USE
— |
DIVERTER UF RECURD: STATEMENT NO: 012918
CALIFORNIA DEPT OF WATER RESOURCES

Bl B D H O MPA § T
RED BLUFF,CA 90080

L ATIN. Jous EL ko TELEPHONE NUMBER:

%/¢ n?.vnr
IF NAME/ADDRESS/ PHONE NO. IS WRONG OR MISSING, PLEASE CORRECT,"

SUURCE: GRASS VALLEY CREEK
TRIBUTARY TO: TRINITY RIVER
COUNTY: TRINITY

DIVERSION ‘
WITHIN: SW1/4 UF SW1/4 SECTION 26, T33N, RO, MDBEM.

INSTRUCTIONS: Please complete ltems A. B and C. ltem D should be completed if you replaced
all or part of your regular water supply with reclaimed or polluted water. RETURN

THIS FORM BY JULY 1,1993. (Additional information on reverse side of this form.)
Amount of Use - Fill in the amount of water used Amgu},ts O Gailons
each month. If monthly and annual use are not below are: [J Acre-feet
known, check the months in which water was used. 0
. ~ (other)
Total
Jan. Feb. Mar. Apr. May June July Aug. Sept. Oct. Nov. Dec. Annual
1990 R X x [ XX | X
"o X[ X|X|X|®|X
1992 : ‘ X X x x x

B. _Purpose of Use - Specify number of acres irrigated, stock watered, persons served, etc.
Irrigation § Acnes OF Pastuad pano WitocPe HaymaT

Stockwatering

Domestic
Other (specify) __ QusT Contnece Foa |3 ACAES

C. Changes in Method of Diversion - Describe any changes in your project since your
previous statement .was filed. (New pump, enlarged diversion dam, location of
diversion, etc.) -

)

D. If part of the water listed in Part A consists of ‘reclaimed or’ poliuted water, please
indicate the annual amounts of reclaimed or polluted water in the space below.

1 declare under panally of perjury thal the information In this repert Is true to the best of my knowlsdge and bollel.

DATED: /9 g3 . Leo PeviF . Callfornia

' .
Signsturs: gd % % :
WR 40 (2/90)

2204 . 1992
117




SiAIE WAIEH HESUURCES CUNIHUL BVANY
Division of Water Rights :

PO. a’g( gogg SACRAMENTO, %A‘ g::i—m
8224503 Saipe GC Didensran

(918)
(910) 657-1875

SUPPLEMENTAL STATEMENT OF WATER DIVERSION AND USE
—.-1

'_ .
DLVERTER OF RECORD: STATEMENT NJ: 012919

CALIFORNIA DEPT UF WATER RESOURCES

RED BLUFF,CA 96080. .
ATV JouNn ELko TELEPHONE fwuseu,
778

IF NAME/ADDRESS/PHONE NO. IS WRONG OR MISSING., %EAS ‘CORRE

SUURCE: SNIPE GULCH
TRIBUTARY TO: GRASS VALLEY CREEK

COURTY: TRINITY.

DIVERSION
WITHIN: SE1/4 UF NE1/4 SECTION 26, T33H, ROYW, MOBEM.

t INSTRUCTIONS: Please complete items A. B andC. ltem D shbuld be completed if zou replaced
RETURN

all or part of your regular water. supply with reclaimed or polluted water.
(Additional information on reverse side of this form.)

Amounts O Gailons
below are: [J Acre-fest

THIS FORM BY JULY 1,19¥3.

A, Amount of Use - Fill in ‘the amount of water used
If monthly and annual use are not

each month.
known, check the months in which water was used. 0 . (other)
: Total
Jan. Feb. Mar. Apr. May June July Aug. Sept. Oct. Nov. Dec. Annual
of 0 .
19y RIK| X|X| XXX
19 | Al X x| X X|A|[X
1992 -y | x x * y ’ x

B. _Purpose of Use - Specify number of acres irrigated, stock watered, persons served, etc.
]/ Acned DomesTiC ONncranp o

Irrigation

Stockwatering

Domestic

" Other (specify)

C. Changes in Method of Diversion - Describe any changes in your project since your
previous statement was filed. (New pump, enlarged diversion dam, location of

diversion, etc.)

D. If part of the water listed in Part A consists of reclaimed or polluted water, please
indicate the annual amounts of reclaimed or polluted water in the space below.

1 declare under penally of perjury thal the Infermation In this repert Is brus o the bast of my knowledge and beliel.

DATED: ‘// 7/ RIRZA pfb Hevee Ca . Caliternia

SInmlurl:Q_d ™ %
WR 40-) (290}

19y2
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EXCERPTS FROM DEPARTMENT OF WATER RESOURCES
BULLETIN NO. 94-2
LAND AND WATER USE IN
TRINITY RIVER

HYDROGRAPHIC UNIT

VOLUME 1: TEXT
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Cl = Coffin-Knolden Diversion — {od —

D1 = DWR-Hamilton Ranch, VanZee TOWNSI, RANGE AND SUBDWISON OF
Div‘t'ion - Ranch Ditch SECTION, eg DIVERSION 3IN/I2W-2IF |

Hl = DWR Upper Terrace

Y GRAVITY DIVERSION
—&~ P DIVERSION

s~ OIVERSION PIPE

[ ] PONERHOUSE

™ " HYOROGAAPHC UNIT BOUNGARY [E RECREATIONAL LANOS
™ we® " YOROGRAPHIC SUBUNIT BOUNOARY w RESERVOIR UNDER CONSTRUCTION

- LANGS RECEIVING FULL IRRIGATION
E LANOS RECEIVING PARTIAL IRRIGATION
—\/ DIVERSION CANAL OR DITCH LANDS USUALLY WRRIGATED BUT IOLE OR FALLOW IN 1957
NATURALLY {RRIGATED NEADOWLANDS
~ Y sreamcaciv sTATIon - DRY-FARMED LANDS

]

URBAN LANDS

STATE OF CALIFORNIA
THE RESOURCES AGENCY OF CALIFORNIA
DEPARTMENT OF WATER RESOURCES
NORTHERN BRANCH
LAND AND WATER USE

TRINITY RIVER HYDROGRAPHIC UNIT
e
LAND AND WATER USE

T33N, R 7-9 W MOBAM
1957

SCALE OF FEET
-~ 2000 o 2000 4000 8000

120



*01qw3 Jo sdud 3suy ses ‘sejourony PP a04
TqULiea® jJ0u VOTIWIOSUT nd
oRrewss seg »

*ZIZT~E9/N9 WA
*Z12T-29/89 | uoproum{ o3 ewny; edyd youy
e seash mowy ~eTreg LE ot | oog e b sees £ owre )
PUR POIIGATP 3 *hotyeq °r °r 00Z B
‘uceaer3eg 950 seaaumo Jowrog | 3003 € x0q M3eroucs L0yTAvaD 2991 - - 3) (») ()| -Fnaax %0039 duwd E-J Aotyeg °v wroTA | TIZT-E9/MO
- RS | o
*Aetreq °v °A ‘Aetyeq °p °f yntp met =Y 230 0°L Jurpoors £q sexoe Ty [TT 904G
fuosInng 950N $8I0UAC JowWIog TIee Jo o 1 ffyTavap | 9261 QUl05~Y PJo Se°r | *doxddy} Ly0°2 e Ie0wTg 3.3_.‘ . yoo1 Jepuwd|  LoTTeq °A STRINH | THIT-R9/NO
ITNNaNS 93ATY AIN IEX ¥
UNnP
nee Jo ST g0 WA 0997 : (9T Fesus)
*4S6T TRUm suta Jeowyd peyrddng wep xoox pue JoT fAtasap| qnoqy Qq6T6-Y B30 5°gz | *doaddy| euoy (») | PuTETM yoouxg usnyj*Te 30 ‘wiso) mrexd | TOTT~MS/NNE
detd petddn o 3o03sued youy-92 (%) | oSuvomh °Te 30
THIUn oup J0: petyddng  *yornp k .
eeg yInonn THE-MS woxj Arddns PU® UNRIP NAIee Jo ey 0991 %MOLINg pue "80) el (91 39eug)
TwusweTddns _!;8\% poyvlrily wexy 9°0 WA wep xoox ffravap| qnOqy qb226~v PBJd S*0z | *doaddy| wret Bugpoor Aq soxow gz | *Irary X009 ysnyf q93Tq SueRme | TRYT-M6/NNE
‘un e . - (#) | aSuTOEH
J ding *L56T T1aUn I Jo sTm 9°0 Mm- edtd .s...ua!o:ﬂr 52 [srsswoqg .S-ao.ﬂawm (91 0va5)
sutm Jeowyd ety *TEIT-M, YoUT-02 JO 1993 QST NITA 0991 ;
SjusmeTddns pajIeaTp oss-mewo kﬁ& wep Joquyy pue 3or INtawxp|  anoqy - - fretaedyy | 92 Furpoory 4q sesow €| °Sradg yoo19 yeny| UITq v3enH | THO-MS/INE
Puo3 1P Wiwe Jo eTTH 2°0 WA .
3uot 3987 0T “udTy 9007 T olgt ooy 09| “xomyg suszo] (g1 aesug)
“UOSET] ‘I8any UYOp 18Im0 Jemoj | wep Fwqpues pue yoox {Aaasap| qmoqy = - retredry| 122 Jutpoots 4q sexoe L| *Byaar Xoo) uolang|  Ieacap puw PLOTH | TISE-MOT/NEC
“1561 *YATP MIve Jo era 1561 9oexa9l xpddn d¥MA - TH (6T 20ou)
Trium Buypoot s £q sexow LT peyediaar S°0 WA wwp ave (Qmezp| Joryg .- - *doxddy] ewoy | (#) | o°Praay| xee3p Leywa sewap Jodee] udywy | THSC-mS/MEC
"YUNTP W49 Jo ST -
*313TAw0] T B ‘Buot 3907 o€ ‘Wi 2591 yo31a . uey dmd 1d uepuny g aanly | (61 3eeus)
Ssprenpy oBTTTS ‘USPMOT 18I0UNO JewIOg 4007 N wep toquyy flytawap| anoqy - N SeT *doxddv{ $90°1T Burpoors £q sexow g| °Braay| xwean Lerrea sewp) aedee] udrwy | TASE-MS/NEE
*YNTP YIS Jo ST 9°0 U (o} -
g il L UqTsSISATA USPTOUN-UYIIOD - TJ
‘3uoT 1003 ST “‘udW 3007 T nsSeT (2) [owssmoq s eyyee] (61 30eys)
£o13 SINOT pue pesd :8Jeuno ewzog | wep Teawad pue yeniq (S pawrg| gmoqy - N 00T cdoxddv| omS Bugpoory £q sesow gy| °Sraxy| weeun Aerrep sswrp pue °T eyuxeg | TOSE-MS/MES
*UNTP WIwe Jo eTm
T°0 pue ..._No g.«amﬁ.ﬁa UOTSISATQ 3OQTToM - 3 (61 390ug)
0f M T 3003 ST ‘wity
3997 1] wep JoquTy {ATAwlD SE6T - - uetaedty| 2L Burpoor s 4q sexow €| *Iraz| dwea) Lerrvs swesp A0OTTOM Ueg | THYZ-ME/NEC
*LS61 T1Ium Butpooty £q *U22 1P yIIee pue surredyd oLgt (61 200ug)
sexow g pmyeBraay m.wn%ooo sJouURO Jewrod |  YOUT-Z Y3TM Jojom dy-fy fdung| anoqy - - uvtawdry| euoy (%) | w2223 JeATY L3 Tural weyang Lreey | TaMZ~nE/MEC
ALY
un 88.”_!3 osn jo 4 Hquns jo0ys
Jo » 0] dk : 930
syjow weyshs voisiean v0140)2d ubinity wmodw ot Psiseap Pouiew puo jusix3 e 2208 “\.“" uh“.n
woury 10 voudiiateq o] lunowy owou orsseng soqunu
porootpul bt2 seiom jussoddy 2561 U o8N JejoM 0110307

LINN DIHIVUOONOAH M3AIN ALININL
NI SNOISY3AIG ¥3ILVM 3DV3INNS 30 SNOLLJINIS3IA

(penunuod) ¢ 3@Vl

121




POIDDIPUL POLIBD JO) PIOIBION - -YN--

P31021pus poysad o) 1SS UOISIBAI] - & -~
PRIOWNS2 aNiDA Alyivon .
SNIDWII 20§ »
T
*yoTng
Jeeg wouy Lyddns Tequewstddns dyysuotqeres
€J9 Y0 PIIRWISe U sepnTauy . moty-yidep L$/2/6
PaiIeATP qumowe pajaoday | 12T [ (4] (4] 9% 26 st 6 oz o O [} [4] pue e3ed jyeig | aNRIUT mOTeqQ OTTW 270 - L§/1/1 uoyqedtaay Yyo97q sumunp | 199T-M6/N7E
*
dyysuoctietes
moTJ-yyep LS/92/6 - LS/R/S
9zl (] 0 o [ 09 ort  WT 08T 0T O [ o pue oFu¥ Jyeig | eNeqUT MOTaQ STTR T°Q PTISSUWCP pue UOTIEBTLIY Yo11a UOISHH | THB-M6/NE
dyysuotqered LS$/61/6
no1J-yydep - LS/1/n 3uideten zusao
L5/61/6 Kap @danog | 122 0 0 (] ki k4 9€ 9% 19 05 [ (<] [\] pue o3 jjeig @YRIUT MOTeq 398) OF | -X003s pue uoryeByaal JoA03n pue pLOTI |TISE-MOT/NEE
dyysuoyietes
*patTvds L$/92/6 no1y-yidep QOU..HQ u.—o m L5/92/6 uspun| ‘g JINYIY
29378 PeJoATp syunowe patodey | €90°T 09 09 K2 ELT 061 €91 &T  we Ll 0 [ (4] pue ofed Jyeig | eeuy moTeq aTTW S0 | = LS/92/M UOTIRBTUIL Jedes ydiwy | TASE-M6/NEC
TT7de Jo junoum poutwlejepun dyysuoteied
ue SepNTOUT LS/92/6 #oTJ-yrdep 974semo0p puv LS/92/6 seo] 017607
J23J8 PIJRATP sjuncum pajaodey o 09 09 K 6€ ™ ™ 6L [4 [ o [4 pue o8e8 JJeig | edwqUT moTeq STTW T°0 | ~ L$/ZT/S uoTIeBTIAL pue ] stuleg | TOSE-MA/NEC
dyysuoyqeted
#oTJ-y3dep L5/81/6
2L [ o (4] 6 2 € 1¢ (] (] (4] (4] (4] pue oFed 7yeig BIUT MOTIQ 1997 05 | - LS/92/9 uoTIEITIIL HOOTToM UG | TIGZ~M6/NEE
*111ds Jo junowe Zenod
PIUTWIAPUT UR SOPRTIUT dyysuotyered P ‘oyqsemop ‘dur
LS§/92/6 I93Fe pue LG/1/9 0% w13-ydep —zaqwmp00e ‘LS/92/6
dotad p3aaaatp squnome pagtodey | 2€9 09 08 00T o7 o€ sz 9. 95 Q08 08 05 09 pue a8e8 Jresg OYWIUT MOTOQ 390F OF = L§/1/9 WoASBIAII | JuHTIM g WRTTITM | TIZT-M6/NEE
dyysuotqetes
»oTJ-yrdep L8/92/6 uosTIM ‘p AJeR
z8 [ [ 0 Lz € © [ [ o 0 o 0 pue o¥ed JJeqg | eawquy moTeq OTIW T°0 | -~ LS/€T/L uoTIwITaIY PuR ‘P PTOJBH | THOZ-MB/NEE
dyysuoteted
noTJ-yydep L5/92/6 uosTYM °p Liwy
202 o (] [ €€ 8t 9 s8 4} 0 4} (4] [ pue 38s8 Jywig EIUT AOTq oTTW T - L§/1/9 uoriedTaal pue °p pTodwH | THST-M/NEE
diysuorietes
noyz-yrdep L5/82/6
66 0 0 0 L S {1 28T 961 05z OET O 0 0 puw o¥e8 syurg | ST moTeq OTTW T°0 | = LS/ST/N uOVISBIAII uepdop A T |TOTT-MOT/NEE
dyysuotiwres
*POTTHd® L5/92/6 #o7J-yydep L$/92/6
403J¢ PaI0ATP squnoww paddoday | o9 JRT T _OET 88 90T 6tz 9 09 [ 0 (4] pue o8ed JJesg | @Rl mOTEQ OTIW 2°0 | - LS/ST/Y uotIeNTaIY uepaop ‘4 *7 |INET-MOT/NZE
piooed uopqesedo , L5/81/6 *d0) poomf1g
o5z [ [ [ 81 141 ™ (1 8L €1 0 [} [ pue 3899 dunyg dumd 9y | - L$/S2/% TeTa9snpUL §3703g PaITUn | TEZT-MOT/NCE
spI0oed LS/LT/6
s 0 (] 4] 8 L Lt hus T. 0 0 ] [ Jamnod pue 3699 dumg dund 9y | - LS/82/S uOTIITIIL sdTTTIUd ‘¥ 3og |THOT-MOT/NE
dyysuotqeTad
o L2L) . (062) (€T2) (B0} (US)  (8€e) noyy-uidep sy3seucp
*8$6T UT opeu sjuauRJInSesu * * * PuUR JIPJIOISI pue ‘Bututw ‘L5/8Z/6 S0WTTEN °]
sae sosayjuased Uy sjunowy | 668°T  T€Z TIZ 72 G 1) G (4 L Sz m—mmmrmm— W m———— e sfuys-e9eM | @wIUT MOTOq TTW €°0 - L$/6/% uoryeaTaay uosTON ‘¥ ‘L | THEC-mo/NeE
dyysuotqeras .
*poTTId® L5/92/6 noty-yrdep L5/92/6 seoy
493J¢ PIIGATP Junome pajledey [ 2202 0 0 wy ekt e we Mz ME % [ (4] o pue 9868 Jreqg| 9NWIUT MOTeq OTTW T°0 | - LS/9e/% UOTIETTIII | POIJ puw PIOIITID | TOTE-M6/NRE
Wwaa J
|pjoy 938G AON OO des Oay np  unp koW sdy  JOW  qQe3  uop uo140{Nn210d ojowyiss »
™ IDWwey PUD UOHI0AIISGO JusweInsoow osn isumo J .n.nM.se
10 PO 10 uog SWOU UOISIBAIQ uoH0207
198)—9290 U] ‘POIIGAID JUNOWY

4661 "LINN OIHAVMIOHGAH H3AIN ALINIHL
NI SNOISH3AIQ ¥31VM 3DOVIUNS IO SQHOI3Y ATHINOW

(ponuiuod) 9 378VL

122




} -
u01}00612J1 1011100 PRAIIIIY »
Uo3Td | youey uIpUEM] *F TNYIIY
lg g 18 Tedaat udrey TasE-m6/NEE
S99 TT8]
91 91 € €1 Pue I STWIdg TOSE-M6/NEE
€ € € YOOTTIM Ug TI92-M6/NEE
o o weyamg Aruey Tdne-M6/NEE
gt ot 8t YT G WTTTRA TIST-M6/NEE
UOSTTA
. ¢ ¢ *p Arey puw °p prOIBH THOS-M8/NEE
uosTIA
<] 52 s2 °p Arey pue °p prOIwH . THST-Mg/NEE
61 61 ot 6 uwpIop ‘A 1T ONT-MOT/NSE
45 41 (41 uepIop *A TNET-MOT/NSE
9€ 9¢ 9¢ sdyTiTud v 3xeg THOT-MOT/N2E
90RTTEM L
g2t get get uostay Yy °L THEE-M6/NCE
Al Cal g2 g1 880y DIIJ DUV PIOJITID ™TE-M6/N2E
8Ty STATY
L€ LE L2 ot aTeq *F UTATIN Wg-Ms/uSt
2t 2t et sdITITdd Vv 3394 TdS5-M6/N2E
ne ne 33038 'Q o Tan-M6/N2E
SueTTTTM A3TTTT
UR WRTTTIA
Katdeys Arrug
ue *7] 3I9qTY
T9qWE °S °L
UOSIIATSH
ot ot T "M vue ‘Y °H THOS-Mg/N2E
1 X —3100TR WZddN
spuo) pojobun - 9nysod MOpOOW | dAt1lON paxinN
. sdosd $d0Jd ui046 puo Um0 40
joi01 v._hw__t_ _u_w..ﬁ“ ¥onay PIDY24Q pI913 Aoy 19410 oh___.wou_oq.. " *WOU UOISISAG JIQWNU UOHDI0Y
($9420 u})
2G61'LINN DIHAVHOONGAH ¥3AIY ALINIHL
NI SONV Q3.1volyyl
(penuyuo)) 6 3118Vl

123




-

uoijobi1ss1 |01J0C PRAIIIY

9] (9] qouey X0035 IWpd) TJ6T-M/NSE
Yosaay
‘W BION puw ‘p STNOT
4] 4] o pIBqQNy *S SUTISUGBY TI0T-M8/NSE
yosIay
o1 ot ot ‘W BION PUY [ STNOT TIOT-MQ/NSE
Yosaay
ot ot ot ‘W BION PUR ‘p STROT DI6-M8/NSE
€e 39 61 L uasTIIN wyor TaLT-mML/NSE
22 ] UISTITN Wyop THL-ML/NSE
IINN@NS YI0AY3IS3Y ALINIH1 Wz2ddR
18 0 g (o} et L 0 L2 (¢} (0} 12 JTUNGNG JSATY MSN Te30]
- - - - - - - - - - - (3tungng wdooy)
orel TdL-gL/NL
22 2 L €T 2 DISTITA DU® I3A01DH ™g2-aL/NL
TIET-39/N9
7§ 7S 2t 8 L1 £91Teq 'V ®TOTA 212T-99/N9
Tt T 9 4 £arTeq ‘M STWIaY THRT-39/N9
ITNTGNS g3ATY MIN r'EXw
7L$ 65 STS 0 0 0 g2 (414 0 64T €12 JTumang £3TUTL], STPPTH Te30%
el - = - - — I — - - - yo3Tq sumyump TE9T-M6/NHE
133 €1 €1 Yo31q uo3sny THG-M6/NHE
ZUa10]
L L L I3A0I5H PUB PAOTI TISE-MOT/NEE
it I 20R1IpL uwnmv - dmMa 13097 ydrey THSE-H6/NEE
(panu IINNGNS ALINTGI 3T1QQTA H3EaAK
$puD) p930B14 sy 9insod MOpPOS W SANION | PpPIVIN
5 . sdosd $doJd w046 puo It J3UMO 40
towoL | POT | Teer | e | PO [ payy | doussuio | Boosny aimsog swou vorsseng ssquiny uoneaey
(89420 u})
LG61'LINN DIHAVHOONAAH ¥3AIY ALININL
NI SONVT Q3.1VolNyI
(Penuyuo)) 6 3718VL
i —_—

124




APPENDIX F

CONSTRUCTION OF DWR POOLS
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APPENDIX F
CONSTRUCTION OF DWR POOLS

Design and construction of the sediment trap pools is described in
annual reports. However, a general discussion of their construction
is included because the way the pools were originally constructed
could affect the approach to maintaining them. Figure F-1 is a
contour map of the completed pools.

Upper Pool Construction

Construction began when a culvert was installed in Grass Valley
Creek. The culvert allowed equipment to cross without disturbing
fish passage or increasing downstream turbidity. Next, vegetation
was removed from the site. Then hydraulic scrapers, assisted by
bulldozers, removed dry layers of sand from both sides of the creek.

Dry material west of the creek was excavated down to the water
table. A berm with a shallow channel was left along the west bank
to use as a diversion channel. 1Its outlet was to the original creek
bed at the downstream end of the pool site. After excavating
material east of the creek, the flow was diverted into the diversion
channel and the creek bed was excavated.

When the equipment got into wet material at the ground water table,
a hydraulic excavator was brought in to excavate down to the
cemented gravel bottom. The excavator loaded sediment directly into
the scrapers. Boulders and large cobble was sorted out by the
excavator to use for facing the spillways and pool banks. The berm
has been left in place to use for future dredging projects.

A 6-inch water pump was used to drain the construction area. This
allowed the scrapers and the excavator to clear the pool bottom. A
tractor with a ripper attachment was used to loosen cemented bottom
material. Some of this material was removed to smooth up the pool
bottom, but time and budget constraints limited this work to just a
few feet of depth.

By ripping the pool bottom, it could be made considerably deeper.
Water well drillers records for wells in the immediate vicinity show
cemented gravels extend from 50 to 80 feet below the surface.

After the pool bottom was finished, construction of the outlet
began. Sandy material was removed from the outlet site. Then it
was backfilled with rocky material and faced with boulders.
However, since the pool filled very quickly, the contractor had
difficulty working with equipment in the new wet £fill.
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Figure F—1
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A low depression was left down the middle of the outlet to make a
low-flow channel. Boulders strategically placed in this channel
provide resting pools for migrating fish.

At the upper pool inlet, sandy material on the banks was protected
by layers of boulders. The bottom of the inlet was not faced with
boulders because the stream bottom consisted of large rock.

If this pool is drained to deepen it in the future, a culvert should
be installed in the west bank of the outlet to allow water from the
west diversion channel to bypass the pool area. The culvert should
have baffles to aid fish passage. A similar culvert was installed
during construction of the lower pool outlet. The 1989 project
evaluation report contains details of this construction.

Lower Sediment Control Pool

The lower pool was constructed using a similar method to the upper
one. Creek water was again diverted around the west side of the
pool area and excavation was done in stages.

A culvert used to cross the creek was installed in the upper pool
outlet. A 4-foot-diameter steel culvert containing steel baffles to
aid fish passage was installed in the west bank of the downstream
outlet site. Water was then diverted around the pool site and
through the pipe. This allowed equipment to cross the creek at both
ends and to have free access to the middle of the pool area.

Draining was accomplished by a 6-inch pump. A D8K Caterpillar
tractor was used to rip the cemented gravels for removal. Again,
time and funding allowed only a few feet of material removal.

The outlet from the upper pool was extended and faced with rock to
reach the new pool bottom. A second outlet was constructed to the
east. Its crest elevation was approximately the same as the first,
but does not contain a low water channel. This outlet should help
sediment to fill both the upper and lower pool evenly across most of
their widths.

The lower outlet was constructed in a similar manner to the upper
pool outlet. However, since all water was being diverted around the
construction, working conditions were essentially dry. This made it
easier to compact the fill and complete the rock facing without
rising water levels affecting the work.

After the lower outlet was completed, the stream was moved back to
the upper pool low water channel, and the culverts removed. Then as
the pool began to fill, the 48-inch culvert was capped on both ends
and buried to protect it from damage from debris during floodflows.
As the pool filled, water flowed out the low-flow channel.
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In order to use the fish passage culvert in the future, both ends
must be excavated and uncapped. Some of the excavated material will
probably be used to build a temporary dike around the entrance.

Then a temporary flash board box structure could be installed
between the pipe and the dike. After the pipe is uncapped, the
boards could be removed one by one to lower the water levels in the
pool. This way, no uncontrolled wash of water would affect the
creek downstream and turbidity would not be increased.
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APPENDIX G

PRIMARY DISPOSAL AREA -
WETLAND TRANSECTS AND PIEZOMETER WATER LEVELS
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Figure G—1
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DWR-HAMILTON RANCH WETLAND TRANSECTS

NUMBERS = INCHES

OF STANDING WATER

A CHARACTER INDICATES SOIL MOISTURE CONTENT WITHOUT STANDING WATER

DATE

[y

01/10/88
01/17/88 1.
01/28/88
01/30/88
02/06/88
03/27/88
04/18/88
04/23/88
05/01/88
05/11/88
06/01/88
06/19/88
07/31/88
08/17/88
09/11/88
10/09/88
10/29/88
11/19/88
12/04/88
01/14/89
01/29/89
02/12/89
02/25/89
03/19/89
04/07/89

S=SATURATED SOIL

BEGINNING 4/26/89 SOIL MOISTURE CONTENT WAS RATED ON A SCALE OF 1 TO 10,

NUMBERS WITHOUT CHARACTERS =

DATE 1
04/26/89 D4
05/14/89 0
05/29/89 0
07/10/89 A8
08/27/89 A9
10/01/89 D4
10/29/89 W2
01/15/90 D5
05/18/91 A7
02/23/92 W2
03/21/92 D4
08/08/92 A8
06/04/93 W2

S1=SATURATED SOIL W(2-3)=WET SOIL

CONSTRUCTION

N
w
IS
ul
o

HPFNMNUOUSsSo0o0OO0OO0OUUOOOO0OO0OO0OOOOO0OO & G
S sSugdsSssoocoocoocoUdUUocoocoocoocoocoocoocoooo o
sSisSSsddsfoocoocoodUdUoocoocoocoococoocoocooooo
US=SU0=S0000U0U00000000000O0O0OW
USUUOS0000UJUO0O0000000 0000 w

W=WET SOIL D=DAMP SOIL

DWR-HAMILTON RANCH WETLAND TRANSECTS

2 3 4 5 6
W2 W3 W3 W3 D4

0 0 0 0 0

0 0 0 0 0
D4 A9 A8 A8 A9
D6 AlO A8 A9 A8
D4 D5 D4 D4 X
W3 D5 D4 X X
D5 D5 D5 X X
A7 A7 D6 X X
W2 D5 D5 X X
D5 W3 D4 X X
A7 A8 A8 X X
W3 W2 W2 X X

D(4-6)=DAMP SOIL A(7-10)=DRY SOIL

STATION

7 8 9 10 11 12 13 14 15
.5 5 18 0 0 0 2 1.2 0
0 0 17 0 0 0 0 0 0
0 0 15 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0
0 0 13 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0
0 0 12 0 0 0 0 0 0
0 0 8.5 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0
0 0 6.5 0 0 0 0 0 0
D D 14 0 0 0 0 0 0
D D 12 D D D D D D
D D 12 D D D D D D
0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0
W W 9 W W W W W W
W W 7.8 0 0 0 0 0 0
W W 4.5 W D D 0 0 0
W W W D D D D D D
S S 7 W W W W W W
S S 7 D D D D D 0
0=NO WATER

(continued)

WITH HIGHER

INCHES OF STANDING WATER

STATION

7 8 9 10 11 12 13 14 15
W2 W3 3 D4 D4 D4 D4 D4 D4

0 0 D2 0 0 0 0 0 0

D 0 D 0 0 0 0 0 0
A7 A8 A7 A8 A7 A8 A9 A9 A9
A7 A9 AlO0 A8 A9 A9 Al0 AlO X
D4 D4 D4 D4 D5 D5 D5 D6 X
W2 W3 W2 W3 D4 D4 D5 X X
D6 D6 7 D5 D6 D5 D5 X X
D6 D5 W3 D4 D5 A7 X X X
S1 W2 9 D5 D5 D5 X X X
D4 D4 A7 D5 D5 D4 X X X
A8 A8 D4 A8 A8 A8 X X X
W3 w2 6 W3 W3 W2 X X X
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DWR-HAMILTON RANCH PIEZOMETER AND WELL MEASUREMENTS

PIEZOMETERS INSTALLED OCTOBER 4-5,

WATER LEVEL MEASURED FROM GROUND SURFACE IN INCHES

LOCATION
DATE A B C D E F G H
10/09/88 M 1.5 D D D 49.8 47.2 D
10/29/88 D 34 D D D D M D
11/19/88 D 8.7 D D D D D D
12/04/88 M 0 M M M 31.5 46 M
12/08/88 M 1.5 M M M 37 42 M
01/14/89 32 -1.5 42 50.5 M 17 0 35
01/29/89 38 -1.25 46.25 47 M 16.5 12  36.5
02/12/89 M 1 M M M 27 29 48
02/25/89 M 1.5 M M M 31.5 30 M
03/19/89 35 -3 10.5 12.5 14 2 0 -.5
04/07/89 0.25 1.5 32.5 31.2 33 7.5 5 17.5
04/26/89 M 1 58 50.5 M 22 23 44
05/14/89 M 3 M M M 38 49 M
05/29/89 M 8 M M M M M M
07/10/89 D 31 D M M M M D
08/27/89 D M D D D M M D
10/01/89 M M M M M 33 M X
10/29/89 M 17 M M M 39 M X
01/15/90 36.5 0 M M M 29 27 X
05/18/91 M 16 M M M 16 43.5 X
02/23/92 34.5 -1.5 40.5 33.5 18 34 15 X
03/21/92 44.5 1 36 32 38 22 21 X
08/08/92 M 3.5 M D M 25 M X
08/24/92 D M D D D 26 M X
Y06/04/93 40.5 -1 23 41 46 10 22 X

107/29/93 D 41 D M M 12.5 M
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140

107
119
*ORCHARD IRRIGATED FOR 4 WEEKS
*IRRIGATION OFF FOR 2.3 WEEKS
109

D=DRY-NO WATER IN PIEZOMETER M=MOIST SOIL-NO STANDING WATER IN PIEZOMETER
0=STANDING WATER AT GROUND LEVEL "-"=STANDING WATER ABOVE GROUND LEVEL

X=STATION DESTROYED BY CONSTRUCTION *=NOT CHECKED
Y IRRIGAITON WATER TURNED ON AFTER THESE RECORDINGS
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